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New Display Station Offers Multiple Screen Windows and Dual Data Communications

Ports, by Gary C. Staas tt's four terminals in one, bringing new flexibility to computer appli-

cation sysfems.

Dispfay Station's User Interface ls Designed for Increased Productivity, by Gordon C.

Graham Easy acces s to an extensive feature set requires a thorough, thoughtful approach

to the user interface.

Hardware and Firmware Support for Four Virtual Terminals in One Display Station' by

Srnlvas Sukumar and John D. Wiese The goals were 26454 compatibility, improved pricel

performance and reliabitity, and ease of use, manufacturing, and service.

A sificon'on-sapphire Integrated video controller, by Jean-claude Roy Integration

was considered mandatory to make the display system practical and reliable.

SC-Gut Quartz Oscillator Offers lmproved Performance,by J. Robert Burgoon and Robert

L. Wilson lt's more stable and /ess noisy, warms up fasfer, and uses /ess power.

The SC Cut, a Brief Summary, by Charles A. Adams and John A. Kusters First introduced

in 1974, fhe stress compensated cut has many virtues.

Flexible Circuit Packaging of a Crystal Oscillator, by James H. Steinmetz Selectively

stiffened flexibte circuitry is a radical approach that meets tough obiectives.

New Temperature Probe Locates Circuit Hot Spots, by Marvin F. Estes and Donald

Zimmer, Jr. tt provides fast, accurate temperature measurements for design, diagnostic,

and testing aPPlications.

The shiny rock on this month's cover is a piece of cultured (laboratory-grown) quartz. The

thin transoarent disc mounted in its holder in front of the rock is a quartz crystal of the type

used for frequency control and timing in many electronic devices, including the quartz wrist-

watches that some of us wear (not all crystals are as large as this one). When these thin

slices of quatlz arc subjected to an alternating voltage, they vibrate, and they vibrate much

more strongly at one frequency than at any other. lt's this property that makes them useful as
-fi, 

I frequency and time references.
Y . 

Quartz is a crystalline material, which means that its atoms line up in a regular pattern or

lattice. Thin crystal discs for frequency control are taken from large quartz rocks by slicing the quartz at specific

angles to the crystal lattice. Different angles produce different sets of desirable properties. The new HP crystal

oscillator described in the article on page 20 derives its frequency stability from a crystal that has been cut to

make it relatively insensitive to temperature variations. This property and some state-of-the-art circuit design

give the new oscillator, Model 1081 1lVB, better stability, lower power consumption, and faster warmup than

earlier HP crystal oscillators. Model 1081 1 //B is designed to serve as a highly stable f requency or time reference

in precision laboratory instruments, especially those that have to operate for long periods without adjustment'

Pages 3 through 19 of this issue describe a new computer terminal, Model 26264 Display Station, that meets a

needbt many computer users for a terminal that can handle relatively complex operations. Internally the 26264

can be set up to function as up to four separate "virtual" terminals. The operator can see on the screen what's

happening in one, two, three, or all four of these virtual terminals at the same time, and can affect what's

happening in one virtual terminal at a time, using the keyboard. Any two virtual terminals can communicate with

different computers or the same computer at the same time. This kind of flexibility opens up many new

possibilities for computer application systems.
Wrapping up the issue is an article about the 100234 Temperature Probe, a simple device that helps circuit

designers find and eliminate circuit hot spots that may indicate problems or likely failure sites'
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New Displ ay Station Offers Multiple
Screen Windows and Dual Data
Communications Ports
This versatile computer terminal can act like four virtual
terminals. /f's designed for data entry and program
development.

by Gary C. Staas

EW DATA ENTRY and program development ca-
pabilities are provided by a new HP CRT terminal,
Model 2626A Display Station, which lets the user

display, compare, and combine data from two different
computers and four different memory workspaces simul-
taneously. The new terminal [Fig. 1) has dual data com-
munications ports for connection to computers or periph-
erals and the user can divide both the display memory
and the display screen into as many as four independent
work areas. Other features are line widths up to 160 char-
acters with horizontal scrolling, screen-labeled softkeys,
an optional bui l t- in thermal forms-copy printer, pro-
grammable tones for audio cues, and keys for interactive
forms design.

Design Objectives
The objectives that guided the design of the 2626A Dis-

play Station are reflected in many of the characteristics of
the terminal. An important characteristic is compatibility
with the HP 2645A Terminal. Terminal drivers and applica-
tion programs that work with the 2645A will also work with
the 2626,4,, thereby protecting users' software investments.

The new terminal is also reliable and is easy to build,
check out, and service. The reliability goal was 8,000 hours
MTBF (mean time between failures). An extensive set of self-
tests is built into the terminal, and some of these tests can
isolate failures to the component level. One test, which
repeatedly executes most of the other terminal tests, is used
after terminal assembly to spot failures in the factory. To
make the terminal easy to build, there are very few options
and the 2626A has many components in common with
other terminals in the 262Xline. The factory does very little
configuration ofthe terminal. Since that is an easy process,

Fig. 1. Model 26264 Disptay Sta-
tion is a multi-workspace, multi-
wtndow computer terminal that
has dual data communications
porfs. /ts capabilities may be con-
figured dynamically as four logi-
cally independent vittual termi-
nals. The terminal can handle line
lengths up to 160 characters and
offers foreign language options
and an optional built-in pilnter.
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it is almost totally left to the user.
User sophistication varies considerably, from the data

entry clerk to the very knowledgeable OEM customer. Each
user needs to take advantage of a different set of features. A
department manager of a data entry operation, for example,
needs to configure the terminal for use by data entry clerks.
The terminal provides configuration menus for this pur-
pose. On the other hand, these configuration menus can be
locked out and made unavailable to the clerks to avoid
confusing them with details they don't need.

Among many new concepts embodied in the terminal is
the ability to handle more than one job at a time. Like
several sheets of paper on a desk, each relating to a different
task, the 2626A Display Station splits its display screen into
as many as four windows, each with independent data. The
dual datacomm ports allow these windows to communicate
with more than one computer program at once.

The optional built-in thermal printer avoids the problems
of expensive, distant, large, and noisy impact printers. It
was considered essential to be able to print whatever was on
the screen, such as forms and special character sets, and the
integral printer makes this possible.

To allow a user to draw simple bar charts without
graphics capability, one of the terminal's character sets has
been expanded to include appropriate characters. The
forms-drawing keys make it easy to design data entry forms.

Foreign Ianguage support is an important goal in the
international marketplace. The 2626A provides six Euro-
pean languages, including mute and overshike characters.

The 26264 uses HP's silicon-on-sapphire (SOS) large-
scale integrated circuit process. This and other design fea-
tures make it possible to offer a terminal with a much
improved and expanded feature set for a cost comparable to
an HP 2645A.

Softkeys
To allow easy access to terminal functions, the 2626A has

eight softkeys that do not have fixed functions. A two-row-
high label at the bottom of the screen just above each softkey
indicates its current function. A function key that indicates
a terminal mode, such as REMOTHLOCAL, has an asterisk on
its label when the corresponding function is on. The
softkeys can be locked so the terminal stays within a group

Workspace 1 1 Workspace 2 80

Workspace 4 Bo

l

Flg.2. ln this example, portions of three 26264 workspaces
are displayed in windows on the screen. Workspace 4 is not
displayed.
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of softkey levels having similar functions.

Workspaces and Windows
When the terminal is powered on, it partitions memory

into displayable lines of equal sizes. The user can select a
length from B0 to 1.60 characters per line. Lines 132 charac-
ters wide, for instance, are useful for holding data to be sent

Undisplayed
Workspaces

Flg.3. (a) ln this example, the terminal has four workspaces,
each holding a form. Workspace 1 is displayed in the
keyboard window and the uset can type data into form 1.
Workspaces 2,3, and 4 are not displayed in a screen window.
The host computer is connected to workspacelwindow 1. (b)
After the user presses the ENIEa key the host displays work-
space 2 in the keyboard window and workspace 1 is no longer
displayed. The host remains attached to workspace 1 and
receives the data just entered while the user fills form 2 in
workspace 2.

' I

,,L

Form 4

t l

Workspace 4

Data

Form 4

t l

Workspace 4

Form 3
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to a computer line printer. The user can group these lines
into workspaces, each with a fixed number of lines. For
example, the user could set up the terminal to have two
workspaces of 80-character lines, workspace t with 40 lines
and workspace 2 with 70 lines. Up to four workspaces are
allowed. Multiple workspaces are useful for doing several
different jobs on the terminal at the same time.

All workspaces can be displayed on the screen simul-
taneously to give an overall view of what the terminal is
doing. The screen can be divided into display windows that
show all or part of the workspaces. To continue the above
example, workspace 1 might be viewed in a display win-
dow from the first through the tenth screen rows, and work-
space 2 might be seen in a window from screen rows eleven
through twenty-four. Dotted lines separate windows on the
screen to avoid confusion. The terminal also has a vertical
border on the screen to allow left and right windows. A
workspace need not be displayed to be functional. A work-
space that is closed (i.e., has no display window) can re-
ceive and send data. Fig. z shows an example of a
workspace/window configuration.

To avoid ambiguity, all keyboard input affects only one
workspace at a time, the one in which the cursor resides.
Typed data appears only in this keyboard workspace/
window, not in any other window. Local editing keys, such
as delete character, take effect only in this window, and so
on, The user can change the keyboard window by means of
a softkey.

Each workspace operates independently, so that work-
spaces can be used to perform different tasks with a
computer. Most operating modes of the terminal are or can
be on a workspace basis. Some of the modes are always
associated with a workspace, such as FORMAT mode, which
allows a window to be used as a form, limiting the user to
typing data into unprotected fields. Other modes are
grouped into a terminal configuration, which may be freely
attached to workspaces. Suppose that in terminal config-
uration 1, REMOTE mode is on, and in terminal configura-
tion 2, REMOTE mode is off. If terminal configuration 1 is
used for both workspaces, 1 and 2, then both will have
REMOTE on. If workspace 1 uses terminal configuration 1
and workspace 2 uses terminal configuration 2, then work-
space t has REMOTE on and workspace 2 has REMOTE off.
There are four terminal configurations so that each work-
space can have its own configuration. This is desirable
when workspaces are to be used for different kinds of jobs.

The workspace/window configuration can be set locally
on a menu or remotely by escape sequences sent from the
host computer.

A data communications port can be attached to any one of
the workspaces at a given time. Data flow is to and from that
workspace only; other workspaces are unaffected. The data
entry example in Fig. 3 illustrates how this feature is used.
A data entry application program in the host computer first
creates four workspaces in the 2626,\ terminal and attaches
its host's data communications port to each workspace in
turn to transmit a form to it. After it sends all the forms, it
displays the workspace that has the first form and makes it
the keyboard workspace so the user can begin entering data
into the form. When the user presses the ENTER key, the
program displays the second workspace with the next form

and attaches the keyboard to it. The host program then
attaches itself to the first workspace to receive the data just
entered on the form. The user continues entering data into
the second form while this transfer is in progress. This
concurrency results in greater throughput and operator
productivity.

To fine-tune a window configuration, the user can move
the horizontal and vertical borders with softkeys. Another
softkey moves the cursor to the next screen window, and
another displays the next workspace that is not currently
displayed on the screen. Whenever the line length is greater
than the screen width of a window, the data mav be scrolled

COMPUTER

*)
PORT

2

S l lo*t '  ,
...--i.\

',;;;* ff+\f'l

\ '
(a)

(b)

] P O R T  2

lPORT 2
\-_-_-'

sl
\*t'tPs'(c)

Fig.4. Uses of the dual data communications ports. (a) port 1
is attached to a computer. Port 2, when not rn use as a
datacomm port, can be attached to a serial printer ot other
RS-232-C device. (b) Each port is attached to a different host
computer. (c) Both ports are attached to the same computer.

P R I N T E R

COMPUTER 1

PORT 1 COMpUTER

tvARcH 1ggi HEWLETT,pAoKARo lounlrnr 5



horizontally. If the vertical border were at screen column
30, for example, a right window would have only 50 col-
umns displayed and horizontal scrolling would be neces-
sary to view aII the data.

Dual Data Communications Ports
To further enhance its multitasking capability, the 2626,{

has two ports for data communication. When a port is at-
tached to a workspace, it means that data received from that
port is processed and/or displayed in that workspace. If the
user enters data in that workspace (by pressing ENTER
while that workspace is the keyboard workspace/window,
for example) the terminal sends data through that port. A
port, workspace and terminal configuration together make
up a virtual terminal entity.

Fig. 4 shows different possibilities for using both ports.
The two ports can be cabled to the same host or to two
different computers because each port can use a different
data communications protocol. Fig. 5 shows an example
using the two ports attached to two different computers.
Both workspaces that are attached to ports can be displayed
on the screen at the same time in two windows. To make the
terminal truly useful for handling multiple iobs, both
ports/workspaces can be receiving and sending data and a
user can be entering data in a third workspace simultane-
ously. A useful single-host application is to use one port
and workspace for a console and another as a user terminal,
or a programmer might examine the output of a compiler for
errors in one workspace and edit the source file in another
workspace.

Soft Configuration
The 26264 represents an advance over previous termi-

nals in its flexibility and ease of configuration. There are no
hardware configuration switches inside the terminal. A
user configures the terminal by choosing values on menus
built into the terminal. There are configuration forms for
workspace/windows, data communications for each port,

Fig, 5. /n the top windowlworkspace, a user can examtne a
data base listing from a computer attached to port 1 , and in the
bottom windowlworkspace can get information needed fot a
data entry program running on a second computer attached to
port 2.
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Fig. 6. New line drawing characters make it easy to draw
high-quality bar charts.

terminal modes for each workspace, and global terminal
items. A host computer program can also set any configura-
tion item on any menu. The terminal saves configuration
data in battery-powered RAM when ac line power is off. All
configurations can be locked to prevent local alteration in
applications involving less sophisticated users. If the op-
tional thermal printer is present or if an external printer is
attached to port 2, the user can print the configuration menu
for further backup.

The 2626,4, provides both point-to-point and multipoint
data communications as standard features. Data communi-
cation configuration is done by means of six general menus
that cover most full and half-duplex configurations as well
as multipoint (multidrop bisynchronous) communications.

Device Control
The 26264 can copy data from one workspace to one or

more other workspaces. If the receiving workspace is in
REMOTE mode, it will transmit the data just as if it were
typed into that workspace. This allows data transfers from
one host to another. An external printer can be connected to
the second data communications port, which is a standard
RS-232-C port when it is not used as a data communica-
tions port.

One of the 26264 options is a thermal printer integral to
the terminal. The printer is capable of printing all of the
terminal's character sets to give exact screen copies. It also
provides normal, expanded (40 characters/line), and com-
pressed (132 characters/line) printing modes. When RE-
PORT mode is on, the printer provides three blank lines at
the top ofeach page, 60 lines oftext, and three blank bottom
lines to format standard Btlx11-inch sheets.

A data logging mode enables the terminal to record all the
data it receives on a printer. When LoG TOP mode is on, the
terminal prints lines as they disappear from the top of a
workspace to the destination printer(s) when all display
lines for the workspace are used up and the data would be
otherwise lost. LOG BOTTOM causes the terminal to log
lines as they are received.

Ordinarily, one workspace at a time is copied to the
destination device(s). SCREEN COPY copies the screen to the
printer(s) exactly as it appears, so that all windows dis-
played are copied.

User-Definable Soft keys
When they are not being used for terminal configuration

or control, the 2626A's softkeys can be used to perform
user-defined functions. The user-defined functions are en-
abled by pressing the USER KEYS key. Each softkey may be

. i0

/r0
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0
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given a definition consisting of as many as B0 displayable
characters. Subsequently, pressing a softkey has the same
effect as pressing all the keys in its definition. Two eight-
character rows on the screen label each softkey; the labels
are defined by the user. Video and character set enhance-
ments may be embedded directly in the softkey labels and
the B0-displayable-character key definitions. This allows
eye-catching labels and more information in the defini-
t ions. The ENTER and RETURN keys are also softkeys.
Another key sets the default values of the user softkeys.

Sketch Forms Facility
The HP 264X family of terminals has a line drawing

character set to represent forms. The sketch forms facility of
the 2626,\ makes i t  much easier to use this set by providing
a set of keys to draw horizontal and vertical lines. The
drawn lines do not overwrite text orfields. When horizontal
and vertical lines cross, the correct intersection character is
automatically selected. The user initially selects through
softkeys the l ine type desired (single, double or bold) and
the video enhancement desired for the line. Another set of
keys automatically draws a box around either the margins
(left, right, top and bottom) or the displayed data.

Video Enhancements
Video enhancements and character sets were previously

selected only by escape sequence. The 2626,{ user can also
select them with softkeys. The line-drawing, math, and
Iarge-character sets have all been expanded to 96 charac-
ters. With the new line-drawing characters, for instance, the
user can create bar charts as shown in Fig. 6. If a portion of
the workspace has the new security enhancement, it dis-
plays as blanks, no matter what data is there. This en-
hancement is useful for password fields and for other secure
fields. For users who prefer black-on-white lettering, the
black background can be switched to inverse video.

Foreign Languages
The 2626.\ has ISO character sets for the following Euro-

pean languages: Swedish/Finnish, Danish/Norwegian,
French, German, United Kingdom, and Spanish. Keyboards
are available for all these languages. The terminal is set to
operate for a given language by making a selection on the
global configuration menu. AII the language capability is
built into the terminal; a user needs only the appropriate
keyboard with the special character keycaps and key
placements and the extra character set ROM.

Fig. 7 illustrates the new language option characters.
Some of the languages provide a mute and overstrike capa-
bility. For example, when the terminal is configured for

French with mutes enabled, typing a circumflex displays it
without moving the cursor. When the letter a is typed, the
character is replaced by the letter a with a circumflex over it.
The terminal provides an eight-bit mode for the Hp 300A in
which characters are shifted into the alternate character set
by setting the eighth bit. When the foreign characters or
Roman extension set is selected as the alternate, the termi-
nal can operate with an HP 300A doing foreign processing.

Terminal Tests and Error Messages
The 2626A offers a powerful set of internal tests.

Whenever the terminal is powered on, it performs a self-test
to give the user an immediate indication of terminal mal-
function. A more comprehensive test is used by production
during the burn-in time of the terminal. This test logs any
errors found into the battery-powered RAM. The data com-
munications test facility is menu-driven and allows a vari-
ety oftests on each port. The integral printer test prints a test
pattern on the thermal printer. Each ROM in the terminal
has identification information that can be displayed on the
screen; this is useful to customer engineers in determining
the exact version of firmware in the terminal. All of these
tests can be invoked by softkeys and do not require
downloading a diagnostic into terminal memory. A cus-
tomer can perform a test and pass on the results to a cus-
tomer engineer over the telephone, making service calls
less frequent and more efficient.

All of the self-tests produce error messages indicating
any problems found. Some user operations can also pro-
duce enors, such as certain illegal settings on the configura-
tion menus. If a user attempts to set such a configuration,
the terminal displays an explanatory message. All error
messages appear on the bottom two lines of the screen
replacing the softkey labels until the message is cleared.
The rest of the screen remains visible so the user can more
easily determine the error.

Additional Features
Among the 2626A's features is a programmable bell with

15 tones, 16 durations, and two volume levels. Several new
kinds of terminal status are also offered. For example, win-
dow status shows the current workspace/window config-
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uration. and terminal ID identifies the terminal as a 2626A.
Modify modes allow a user to modify a line on the screen

and retransmit it to the host. When the TAB : SPACES
feature is on, pressing the TAB key transmits the appropriate
number of spaces to take the cursor to the next tab stop
rather than sending a tab character. BACK TAB sends the
appropriate number of backspaces to the previous tab stop.
This makes it easy to create text files for applications that do
not understand tab characters.
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Displ ay Station's User Interface ls
Designed For Increased Productivity
by Gordon C. Graham

PRIMARY CONTRIBUTION of the HP 2626A Dis-
play Station is its advanced user interface, which
allows quick access to the many features of the ter-

minal. An important design goal in this project was to
make the terminal easy to use. Because this terminal has
more features than previous alphanumeric terminals
developed by HP, easy access requi red a thorough,
thoughtful approach to the user interface.

Elements of the User Interface
All user interfaces have four elements in common:

User Model. This is the mental model that the user of a
product forms as to how the equipment functions. If the
product has been carefully designed, the user automatically
develops a good understanding, or model, of how it works,
and will use the product's features naturally instead of
resorting to the operator's manual every time a new situa-
tion arises. This area is a very important part of the total
design. Each new feature and every change to an existing
feature must be carefully evaluated to ensure that it is com-
pletely consistent with the operation of all other features,
and that its use is natural to the operator.
Command Language. The command language is closely
related to the user model and is in fact a concrete represen-
tation of it. It is by means of the command language that the
user accesses the features of a product. The commands
should all relate to each other in a consistent, systematic
way, and should include provisions for aborting commands
and handling errors.
Feedback from the Instrument. Feedback from the instru-
ment in response to commands tells the user about the
completion status of any command. Proper design of feed-
back mechanisms inspires confidence that the instrument
is being used properly and is performing the desired func-
tions. Feedback is also used to point out errors to the user as
soon as they are detected.

I HEwlerr-pncrARD JoURNAL IMARcH 1981

Information Fresented to User. This is closely related to
feedback. The central issue is how to display information in
a manner that promotes the most effective interaction be-
tween the user and the instrument. Both visual and audible
means can be used. Generally, the form that visual informa-
tion takes must be tailored to the characteristics of the
display.

Application of these guidelines to the 26264 is mainly
reflected in two areas: screen-labeled softkevs and menu-
driven configuration.

Screen-Labeled Softkey
Earlier terminals provided access to their features by

means of function keys on the keyboard. These keys had a
fixed task associated with them, such as home the cursor or
clear the display. This approach was satisfactory as long as
the function set was small. Later terminals, with many more
functions, required the user to type in escape sequences (the
ESC key followed by one or more other keystrokes) to exer-
cise many of the functions. These escape sequences were
designed for use by a host computer system driving the
terminal and so were designed for compactness rather than
ease of use. The result was that many of the advanced
features of these terminals were used only by sophisticated
users willing to memorize or look up the escape sequences.
To solve these problems, more recent terminals have intro-
duced the concept of tree-structured, screen-labeled
softkeys. The 2626A has extended this approach.

Softkeys are keys that do not have a dedicated function,
but instead perform many different functions depending
upon the state of the terminal. To indicate the current func-
tion ofa 2626A softkey, a visual representation ofthe key is
displayed on the screen with a label describing the key's
current function (see Fig. 1). A softkey may either perform a
terminal function or cause a new set of softkey labels to be
displayed on the screen, thus assigning a new set offeatures



Ffg. 1. Ihe relationship between the eight softkeys and their
screen labels.

to all ofthe softkeys. Each set oflabels can be thought ofas a
node of a softkey tree, hence the name tree-structured,
screen-labeled softkeys.

Within the terminal family of which the 26264 is a
member, a softkey labeling convention has been estab-
lished. A key that performs a function is labeled in capital
letters, while a key that performs a branch to a new set of
softkeys is labeled in lower-case letters. Fig. 2 indicates the
labels displayed at the top level ofthe softkey tree. These are
all lower-case, so each branches to a separate functional
area of the terminal. This is the functional choice level of
the softkey tree, often referred to as the AIDS level. There is,
in fact, a dedicated key labeled AIDS that always displays
these labels when pressed, thus providing easy access to
the top of the softkey tree.

An example will illustrate several points. Suppose you
wish to enhance a certain section oftext on the CRT screen
by displaying it in blinking inverse video. Pressing the AIDS
key returns the terminal to the top of the softkey tree. Press-
ing the fifth softkey, labeled enhance video, then causes a
branch to the video enhancement level and displays the
labels shown in Fig. S. The keys labeled INVERSE VIDEO and
BLINK VIDEO (f5 and f6) can then be pressed to indicate the
desired combination of enhancements. In response to this,
asterisks appear in the lower right-hand corners of these key
labels to indicate they have been selected. Next, the cursor
is positioned on the screen at the starting position for the
selected enhancements. When this is accomplished, the

Flg.2. The top level of the softkey trce. Each key causes a
branch to a separate functional area of the termina!.

SET ENHNCMNT key is pressed to propagate the selected
combination. To end the enhancement the cursor is placed
at the ending position and SET ENHNCMNT is again pressed.
That's all there is to it. The softkey labels direct the user
through the entire operation. If a mistake is made when
selecting enhancements, pressing the erroneous key a sec-
ond time toggles the displayed asterisk off, thus reversing
its selection.

Contrast this to the older method. First there was no
indication to the occasional user that video enhancements
were available in the terminal (the enhance video key serves
this function in the 2626.\). Once aware, the user would
have to position the cursor to the desired starting position
and type in

escape & d C
to propagate the enhancement, then reposition the cursor
and type

escape & d @
to terminate i t .  These escape sequences had to be
memorized or found by looking through the terminal refer-
ence manual, either of which requires a much higher level
of sophistication than letting the softkey labels direct the
user's actions to the desired result. It should be noted that
all 2626A features are still accessible to the host system
through escape sequences. The softkey tree is simply a
user-oriented means of accomplishing the same thing.

The 2626A softkey tree is shown in Fig. 4. Each row of
softkey labels represents one level (or node) of the softkey
tree and the labels within that level identify the functions
available there. The auows between rows indicate the
transitions that are possible between levels using the
branching flower-case) keys.

Relating 2626A softkey operation to the four areas of user
interface design leads to the following conclusions. First,
extensive use of tree-structured, screen-labeled softkeys
significantly improves the user model by breaking the ter-
minal feature set into smaller functionally related areas,
each accessible through branching keys. Second, the use of
softkeys makes for a particularly simple command lan-
guage. All features are available with a few keystrokes (of-
ten one) and there is virtually no syntax to learn or

Fig, 3. Ihe video enhancement level of the softkey tree.
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memorize.  Consistent  label ing convent ions fur ther
simplify the command language by visually differentiating
between function softkeys and branching sof&eys. Third,
the structure of the softkey tree presents several oppor-
tunities for enhancing the display of information to the
user. Since the softkeys are tree-structured, only relevant
information is presented. The use of sixteen characters to
label key functions exceeds what can be placed on a normal
keytop and thus makes it easier to understand the function
of the key.

Menu-Driven Configuratlon
Early terminals were designed for specific purposes and

their feature sets did not have a great deal ofbreadth. Later
designs offered features that covered larger portions ofthe
total terminal market. Some of these features were added as
optional extras, while some were available as strap options
within the terminal. Straps usually took one of two forms,
either a physical switch on a printed circuit board or some
type of wire jumper. The terminal could be made to exhibit
a different feature set simply by modifying the arrangement
of internal straps. The user became aware of the straps and
their related meanings by reading the reference manual for
the terminal, To alter the straps the user had to unplug the
terminal, open the case, locate the board containing the
strap, remove it, locate the strap, make the adjustment,
reassemble the terminal, turn it on, and verify the operation
of the terminal with the modified strap.

Strapping the terminal in this way, and setting a few
external switches, such as the baud rate and duplex con-
trols for data communications, is called configuring
the terminal.

To enhance the user interface in this area and make the
full terminal feature set accessible to all users rather than
just the skilled few, the 2626A uses a menu approach to
accomplish the same result. There are no physical shaps
inside the 2626A, so a user will never have to open the case.
All configuration items are selected simply by choosing
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ffiffi
ffiffi

menu items displayed on the CRT screen during configura-
tion mode. This approach not only improves the user inter-
face but also eliminates keyboard and internal switches.
Thanks to the relative ease of this approach it is now feasi-
ble to reconfigure the terminal quickly for different applica-
tions.

The terminal's feature set is broken into four smaller
areas, each with its own configuration menu. The four areas
are: global configuration, window configuration, terminal
configuration, and datacomm configuration. Since the
2626A can act like four virtual terminals, there are four
terminal configuration menus. Similarly, there are two
datacomm configuration menus to accommodate the two
datacomm ports.
Global Configuration. Contains configuration items global
to all four virtual terminals. Examples are the terminal
language (USASCII or one of the six international lan-
guages) and frame rate (50 Hz or 60 Hz).
Window Configuration. Contains all items associated with
the window/workspace relationships within the terminal.
This configuration menu is used to partition the terminal's
memory into workspaces and to partition the CRT screen
into windows.
Terminal Configuration. Contains all items specific to a
given virtual terminal, i.e., virtual terminal modes (remote,
block, format, etc.), handshaking requirements, and choice
of alternate character sets.
Datacomm Configuration. Contains all datacomm items.
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Flg.4. 2626A softkey tree. Each
row of labels represenfs one level
of the tree and the labels within
that level identify the functions
available there. The arrows be-
tween rows indicate the transac-
tions that are possib/e using the
branching (lower-case) keys.

Ffg. 5. Ihe configuration level of the softkey trce.



One first chooses from a set of menus describing the various
datacomm protocols supported by the terminal and then
fills out the configuration items for that particular protocol.

An example will best illustrate the use of configuration
menus. Suppose that the terminal language is to be changed
from USASCII to Danish. Like all other features the config-
uration menus are accessed through the softkeys. Pressing
the AIDS key returns the terminal to the top softkey level.
Then, pressing config keys (f8) causes a branch that displays
a set of softkey labels allowing access to all of the configura-
t ion menus in the terminal (Fig. 5). Since the terminal
language is a global item, pressing f1 (global config) brings
up the appropriate menu (see Fig. 6). Note that the f irst
configuration item on the second line of this menu is the
language specif icat ion.

To change this the cursor is positioned in the field and the
softkey labeled NEXT cHoICE (f3) is used to scroll through a
l ist of al l  avai lable languages. Each depression of this key
displays the mnemonic associated with one of the lan-
guages supported by the terminal. For our example, two
depressions are required to display the desired mnemonic,
DANSK/NORSK (Danish/Norwegian). At this point any other
changes required in the global configuration menu can be
made using a similar approach. When all changes have
been completed and the SAVE CONFIG key (f l)  pressed, al l
changed items are activated. Typically, this is all that is
required to change any configuration item in the terminal.
Once again, the softkey labels combined with English-
language f ield names in the configuration menu lead the
user  th rough the  opera t ion .

Within a configuration menu the cursor can be quickly
advanced from f ield to f ield with a single depression of the
TAB key. the BACK TAB key returns it to the previous field,
allowing quick access to all menu items.

Values are selected for each configuration item in one of
two ways. If the value field of the configuration item is
underlined, it implies that the NEXT CHOICE/PREV CHOICE
softkeys are to be used to scroll forward/backward through a
predefined list of values for that field (as in our example). If
not underl ined, then the user types in the choice direct ly
from the keyboard. Depressing f4 (DEFAULT VALUES) or f5
(POWER ON VALUES) causes the entire menu to be refreshed

with either the default values stored in ROM or the power-
on values stored in nonvolatile RAM.

Let's review the above features with respect to the four
guidelines for designing user interfaces. As with the
softkeys, the configuration menus enhance the user model
by dividing the entire terminal function set into smaller
related groups. All items associated with each functional
area are presented on the same configuration menu, while
unrelated items are always contained on other menus. This
helps the user develop an understanding of the terminal by
understanding its subfunctions.

The command language used to configure the 26264 is
very simple. Once the appropriate menu is displayed, items
to be modified are selected with the cursor and the user
either types in the new value or selects from a predefined list
of values. Again, there is no syntax to learn or remember.

Feedback to the usei takes several forms during config-
uration. When using the NEXT CHOICE/PREV CHOICE keys
the value of each choice is fed back via an English-language
mnemonic in the selected field. When values are entered
directly from the keyboard, the range of each value is
checked and the consistency of all menu items is verified.
When erroneous entries are detected the user is informed by
error messages in the softkey label area, and the cursor is
placed in the offending field to aid in correcting the error.

It is particularly in the area of presenting information to
the user that the configuration menus make a large con-
tribution. In the older schemes, each strap was given a letter
identifier. This letter was then associated with its function
in the reference manual for the terminal. With configura-
tion menus, each "strap" is given an English-language
mnemonic describing its function. The equivalent letter
identifier is parenthetically included to maintain consis-
tency with older products and with existing applications
that may refer to straps by letter only. The fact that all
choices available to the user are displayed at once greatly
enhances the user's ability to make quick, accurate changes
in the configuration without resorting to a manual. Since
the NEXT CHOICE/PREV CHOICE keys present only valid data
to the user, the possibility of error is greatly reduced.
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S P E C I F I C A T I O N S
HP Model 2626A Display Station

SCREEN SIZE: 150 mm x 215 mm (6 in x 8.5 in) diagonal measurement 262 mm (10.4 in).

SCREEN CAPACITY:24 lines x 80 columns (1920 characters). 25th and 26th lor labeling
ol functiorvsottkeys or as msssage/status lines.

CHARACTER GENERATION: 7 x 1 1 enhanced dot matlix with inlerstitial dotsi 9 x 15 dot
character cell; non-interlaced raster scan.

CHARACTER SIZE:2.4 mm x 3.5 mm (.094 in x .138 in).
CHARACTER SET: Upper/lower case, displayable control codes, extended line drawing.

Optional math symbols, large characters, Finnish/Swedish, Danish/Norwegian, French,
German, Spanish and U.K. characters.

CURSOR: Blinking-underline, blinking-square for insert mode.
DISPLAY ENHANCEMENTS: Inverse video, underline, blink, security.
REFRESH RATE: 60 Hz (50 Hz optional).
TUBE PHOSPHOR: P4.
IMPLOSION PROTECTION: Tension Band.
MEMORY: 8o characters by 1 19 Iines including a delault datacomm bulfer. (Butfer ex-

pandable to 2K bytesJeduces memory to 80 characters by 107 lines.) 128 bytes non-
volatile conliguration memory (battery powered).

KEYBOARD: Full ASCII code keyboard; eight screen-labeled keys; cursor controls;
1 4-key numeric pad; auto-repeat; N-key rollover; detached with '1.2-m (4 fi) cable. Optional
Finnish/Swedish, Danish/Norwegian, French, German, Spanish, and U.K. keycaps.

Data Communications
DATA RATE: 1 1 0, 1 34.5, 1 50, 200, 300, 600, 1 200, 1 800, 2000, 2400, 4800, 9600 baud and

external. Op€ration with control codes, escape sequences, integral printer, or baud rates
abovs 4800 may rgquire CPU supplied delays or handshakes. Typical printer throughput
is 60 cps. Full 24 x 80 line character screen copies in 18 seconds.

PORT 1 ASYNCHRONOUS/SYNCHRONOUS INTERFAGE (50 PIN): EIA standard
RS-232-C;Iully @mpatible with Bell 103A, 202ClD/S/T modems. Choice ol main channel
and/or reverse channsl in half-duplex. CCITT V.24 hardware handshaking available.
Accessory pods provide current loop (13266A), asynchronous or synchronous mulli-
point ( 13267A first terminal, and 1 32684 daisy-chain terminal. 300 Baud Modem 1 32684
U.S. only).

TRANSMISSION MODES: Full or half-duplex, asynchronous, synchronous.
PORT 2 ASYNCHRONOUS/SYNCHRONOUS INTERFACE (25 PIN): EIA standard

RS-232-C; fully compatible with Bell 103A modems, 202ClD/S/T modems. Choice ol main
channel and/or reverse channel in half-duplex. CCITT V.24, hardware handshaking for
control ot external printer.

TRANSMISSION MODES: Full or hall-duplex, asynchronous, synchronous (does not
support HP Multipoint polled protocol).

OPERATING MODES (BOTH POFTS): On-line; off-l ine; character, l ine modify, l ine and
block.

PARITY: Selectable; even, odd, none,0, 1.

General
POWER REOUIREMENTS

INPUT VOLTAGE: 100/120V (+5%, 10o/o) at 60 Hzl!5o/o')
100l22ol24ov (+5./", -1oyo') at 50 Hz ( 15%)

with Option 050 115V l+10o/o -25/o)1230V l+1076,-15%)at50/60H2(t5ol")
POWER CONSUMPTION:75W

with Option 050 120W

ENVIRONMENTAL CONOITIONS
TEMPERATURE, FBEE SPACE AMBIENT: Non-Operating: -40 to +60rc (-40 to

+ 1 40"F).
Operating:0 to +55"C (+32 to +131'F).
WITH OPTION 050: Operating: +5 to +40'C (+4'1 to +104"F).

HUMIDITY: 5 to 95% (non-condensing).
WITH OPTION 050: 5 to 80o/. (non-condensing).

ALTITUDE: Non-Operating: Sea level to 15240 metres (50,000 tt).
Operating: Sea level to 4572 metres (15,000 tt).

VIBBATION AND SHOCK: Vibration: 0.38 mm (0.015 in) pp, 5 to 55 Hz, 3 axis
Shock :20  g ,  11  ms,  % s ine .
Type lested to quality for normal shipping and handling in
original shipping container.

PRODUCT SAFETY
Product meets the requirements of the following safety agencies for EDP equipment

and/or office equipment in the lollowing countlies: Canada-CSA, Finland-FEl,

Germany-VDE, Switzerland-SEV, U.K.-BSl, United States-U.-.

PHYSICAL SPECIFICATIONS
otsPLAY MONITOR WEIGHT: 16.8 kg (37 lb).

wirh option 050: 19.0 kg (42 lb).
KEYBOARD WEIGHT: 2.0 kg (4.4 lb).
DISPLAY MONITOR DIMENSIONS: 380 mm W x 475 mm D x 440 mm H (15.0 x

18.7 x 17.3 in); 665 mm D (26.2 in) including keyboard.
KEYBOARD DIMENSIONS:  430 mmW x 190 mm O x  75mm H (17  x  7 .5  x  3 .0 in )

ORDERING INFORMATION:
Prices in
u.s.A.

26264 Display Station. ASCII keyboald with numeric pad, 80 character $4150
by 1 19 lines display memory, serial l/O port, 60 Hz, 1 10 volt

ooeration.
Option

OO1 Finnish/Swedish characler set and keyboardt 265

OO2 Danish/Nomegian character set and keyboardt 265

OO3 French character set and keyboardf 265

OO4 German character set and keyboardt 265

OO5 United Kingdom charactel set and keyboardt 265

006 Spanish Language character set and keyboardt 265

013 240V. 50 Hz operation
O14 100V, 60 Hz operalion
015 220V, 50 Hz oDeration
016 100V. 50 Hz operation
O5O Integral forms copy thermal printer, 120 characters-per-second 1210

using 8Yr-inch-wide paper

2O1 Math and Large Character sets. (Standard with any language 265

ootion)

tDeleles U.S. keyboard and includes math and large character sets.

MANUFACTURING OlVlSlOt{: DATA TERMINALS DIVISION
974 East Arques Avenue
Sunnvvale. Calitornia 9,1086 U.S.A.

Srinivas Sukumar performed the detailed design of the

configuration menus. Special appreciat ion is given to

Tom Anderson for his help in defining the user interface

for the windows and workspaces in the 2626A. The untir-

ing efforts of Gary Lum and Frank Santos in verifying
proper operation of the 2626,t deserve special mention.

Reference
1. W.M. Newman and R.F. Sproull, "User Interface Design," Prin-

ciples of Interactive Computer Graphics, Second Edition, Chapter

28. McGraw-Hill Book company, New York, t979.
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Hardware and Firmware Support for Four
virtual rerminals in one Displ ay Station
by Srinivas Sukumar and John D. Wiese

HE 26264 DISPLAY STATION is a sophisticated
CRT terminal with features that form a superset of
the 26454 Terminal's feature set. With its window-

ing capabilities and dual communications ports, the 2626A
can function as up to four virtual terminals. It has a custom
SOS video controller chip, BOK bytes of ROM, SZK bytes of
display RAM and 2K bytes ofprogram RAM for variables.
A fast character ROM containing ASCII and extended line
drawing characters is a standard feature.

The 2626A represents a significant contribution to CRT
display terminal capabilities. The following objectives
guided its design and development:
r 2645A-compatible feature set. Because of HP's large es-

tablished customer base, it was considered mandatory
that all host applications and device drivers developed
for the 2645A function as well as with the 2626A.

r Improvement in price/performance ratio. To meet the
needs ofincreasingly sophisticated users and take advan-
tage of new technology, a significant enhancement of the
feature set was required.

r Ease ofuse. There are many useful features in the 26454
that are tedious to use and require a detailed knowledge
of the terminal's control sequences. A good example is
the design of forms. The HP 2626,\ provides easier access
to all terminal features. There are no hardware straps to
be set by the user. Instead, menus provide a highly visible
means of configuring the terminal and displaying its
current state.

r Ease of manufacturing, reliability, and easy service-
ability.

Firmware Design
The terminal's feature set is provided by a combination of

hardware and firmware (microprograms stored in read-only
memory). One of the main goals of the firmware design was
modularity. This is achieved by a clear specification of the
firmware interfaces. The firmware modules called intrin-
sics in the 2626A provide the interface between the
hardware and the main code so that the main code is not
overly burdened with the hardware aspects of the design.

The firmware in the 2626A is divided into six major parts:
the main code, the operating system, the display intrinsics,
the keyboard intrinsics, the datacomm intrinsics, and the
printer intrinsics. The main code controls all the terminal's
features, thereby providing the 26264 with its personality.
All input processing beyond the interrupt service routines
is done by the main code.

Traditionally, terminals do not have an operating system.
The 26264 has a simple operating system that is adequate
for its needs. In studying the various functions that the
terminal has to perform, the following tasks can be iden-
tified:

r Input from datacomm port(s)
r Datacomm output(s)
r Keyboard input
r Block mode process. A block of data is transmitted when

the ENTER key is hit.
r Device transfers. Data is transferred from the datacomm

port to devices like workspaces and printers.
r User softkey processing. A user-defined string of charac-

ters is processed when a softkey is pressed.
The operating system on the HP 2626A is designed to con-
trol the execution of these tasks as the system (terminal) is
responding to interrupts from its I/O ports.

A task in the 26264 may be in one of three states: waiting,
scheduled or executing. If a task is currently executing, in
the absence of a hardware interrupt it remains in control
until it gives up control to the operating system by WAITing
orYIELDing. That is, the operating system never specifically
takes control away from an executing task. After the task
WAITs or YIELDs, the operating system looks to see if
another task has been scheduled and executes the first one
that it encounters. It examines all tasks in a round-robin
fashion such that the last task executed is the last task
checked when the search is made to find another task to
which to give control.

How long a task remains in control depends on the device
or function associated with the task. For example, all tasks
associated with I/O devices WAIT after all the characters in a
burst from that device have been processed. But these tasks
YIELD after processing a certain fixed number of characters
in a burst. The datacomm tasks process 256 characters be-
fore YIELDing, but the keyboard YIELDs after each character
processed. Tasks controlling BLOCK mode and device trans-
fers WAIT after the complete data transfer is done. But they
YIELD after processing one line of display memory.

Interwoven into this multitasking system is the concept
of windows and workspaces. A workspace is a block of
display memory that can be associated with a display
screen window. Traditionally a workspace is all of dis-
play memory in a terminal and a window is the 24-line
screen that is currently visible. The 2626.{ has four possible
workspaces, with the number of columns in each configur-
able from B0 to 160 characters. The total in all workspaces is
119 lines of B0 characters. As the line width increases the
number of lines available decreases proportionally.

Each task in the terminal is associated with a workspace.
This association is established through the terminal
workspace/window configuration, which can attach a
datacomm port to a workspace and the keyboard to another
workspace. Thus the 262.6A can process inputs from both
datacomm ports and the keyboard simultaneously.
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Terminal Intrinsics
The display intrinsics are designed to interface with the

video controller (see article, page 16) and the display mem-
ory. These also have the workspace/window concepts built
into them. At any point in time all the functional intrinsics
operate on the currently active workspace. Whenever a
device becomes active, the workspace associated with that
device gets activated and the function to be performed by
the character is executed in that workspace, whether it
involves displaying the character or executing the control
function associated with it. The display intrinsics can be
classified into six major groups:
r Configuration of workspaces
r Configuration of windows
r Screen related functions like scrolling
r Display of characters
r Control of cursor movement
r Display memory partitioning, allocation and dealloca-
tion.
The keyboard intrinsics are completely table-driven, so

that the various keyboard options like the Danish, German,
Swedish, French, Spanish and Katakana keyboards can be
supported in addition to the standard typewriter-style U.S.
keyboard. The keyboard intrinsics isolate the hardware-
dependent aspects of the keyboard from the logical opera-
tions and data needed by the main code.

The datacomm intrinsics provide the interface between
the main code and the datacomm hardware. This is a
character interface independent of the current protocol.
That is, the main code does not have to know at any point
whether the current datacomm configuration is point-to-
point or multipoint. The datacomm code operates using a
context area that is set up during terminal configuration.
The point-to-point driver is completely reentrant so that the
same code can be used for both ports even when one of the
ports is configured as a printer port.

Flg.1. The 2626A display section
is controlled by the video control
chip (VCC). This large-scale inte-
grated circuit makes the display
sectrbn very simple.

The print mechanism used in the 26264 has a dot inter-
face, which requires that all character dot information be
sent to the printer from the main code. The dots sent to the
printer are the same character dots that are used by the
video controller to display the data. Thus everything on the
screen can be printed. The printer intrinsics control the
printing of the characters as well as the position of the
printhead. Thus some optimization is done to skip over
blank characters and to print in both directions.

Hardware Design
To meet the goals of reliability, serviceability and ease of

manufacture, the terminal elechonics are on only three
printed circuit boards: the power supply, the sweep, and
terminal logic boards. This structure minimizes the number
of interconnections, increasing reliability and making the
terminal easy to build and service. Any problem in a termi-
nal can be easily isolated and the faulty module quickly
replaced.

The terminal logic board can be divided into four major
sections: the microprocessor and its memory, the two
datacomm interfaces, the keyboard scanner, and the display
section. The microprocessor is a 16-bit HP CMOS SOS de-
vice chosen for its speed, low power dissipation, and
input/output oriented instruction set. It is a modified
MCCI called the MCs, which has TTL compatible inputs
and outputs.

The program memory consists of ten 64K-bit ROMs [a0K
words) and tK words of static RAM, which is used for the
stack and for frequently used variables. To preserve the
terminal configuration, a 256x4-bit CMOS RAM is in-
cluded. It is powered by a battery when the terminal power
is off.

The datacomm section consists of two nearly identical
ports. Port 1 supports synchronous or asynchronous, full-
or half-duplex, point-to-point or multipoint communica-
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tions protocols. It also provides power to support a family of
external datacomm pods (current loop, multipoint, and a
300 baud modem). Port 2 supports only asynchronous,
full-duplex, point-to-point datacomm. Although Port 1 re-
quires more control lines to support its additional pro-
tocols, both ports appear identical to the microprocessor so
that a single firmware driver can be used to service both
ports. Both ports use a universal synchronous asynchro-
nous receiver/transmitter (USART) and appropriate inter-
face chips to provide an RS-232-C interface.

To relieve the MCs of the time-consuming task of scan-
ning the keyboard, the keyboard is scanned by a single-chip
microcomputer. It has 1K bytes of ROM, 64 b],'tes of RAM,
16 input/output lines and an eight-bit interface to the MCb.
It is programmed to scan the keyboard, detecting and de-
bouncing changes in the state of all keys. When it finds that
a key has been pressed, it interrupts the MC5 and reports
both the keycode and the state of the qualifier keys (shift
and control). Each key can be programmed to be repeating,
either slow or fast, or nonrepeating. Individual keys can
also be locked out so they will not be reported to the main
processor when pressed. The scanner provides N-key roll-
over, so overlapping keystrokes of a fast typist will not be
Iost. Besides scanning the keyboard, the scanner also drives
a small speaker in the keyboard. The frequency and dura-
tion of the tone are programmable from the main processor.

Display Section
The display section is responsible for storing the data to

be displayed, sending the necessary video, horizontal and
vertical drive signals to the sweep to refresh the display,
and supplying character dot information to the mi-
croprocessor for use by the optional thermal printer. A
block diagram of the display section is shown in Fig. 1.

The display section is based on the CMOS SOS video
control chip (VCC) described in the article on page 1.6.
The VCC controls and refreshes the 16Kx16-bit dynamic
RAM, which is used to store data and enhancements. The
character ROMs are 3zK-bit CMOS SOS devices with an
access time of 150 ns. Each pair of ROMs contains two
character sets. The 2626A has the full rZ8-character ASCII
set (upper- and lower-case Roman, numerals and control
characters) and an extended line drawing set as its standard
set. Optional sets include math and large characters.

The VCC reads its configuration information from the
display memory and also reads a pointer list stored in the
memory by the MC5. The pointer list points to rows of
characters to be displayed. The VCC picks up a pointer and
begins fetching characters and their enhancements at that
address. As each word is read from display memory, the
character and the character set select bits are used as an
address for the character ROMs. The enhancements are read
by the VCC, then the dots for the character are read from the
character ROMs. The VCC modifies the dots with the en-
hancements and shifts them out to the sweep.

When the MCS needs to access the display memory to
update the pointer lists or to read or write data, it simply
addresses the desired location as though it were normal
RAM. The VCC holds off the MCS until the next time the
VCC does not need to use the display memory (usually
during horizontal or vertical retrace). The VCC then dis-

ables its address bus and enables the MC5 to address the
memory. The VCC then cycles the memory and returns a
signal to the MCs that the operation is complete.

The terminal processor board is designed to be easily
tested and repaired. An extensive self-test is run whenever
the terminal is turned on. Any detected errors are displayed
on the CRT. The error messages generally point the repair
person to a particular socketed component that has failed. If
replacing this component does not fix the problem, then the
board is replaced with a new one.
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Controller
A Silicon-on-Sapphire lntegrated Video

by Jean-Claude Roy

HE 2626A DISPLAY STATION'S multifaceted per-

sonality is best seen through its display. The impor-
tant display design objectives are very high charac-

ter legibility and quality, hardware-supported windowing
and blank filling, and horizontal and vertical scrolling.
Other requirements are ease of manufacture, reliability,
low cost, and low power consumption.

In support of these objectives a raster-scan displayl
operating at a 24.90-kHz line rate and a 25.7775-MHz dot
rate was chosen. The character size is 7 dots by 1 1 scan lines
inscribed within a 9-dot-by-15-line cell. Interstitial dots are
fully encoded so that individual dots can be shifted one-half
dot space for increased character resolution.

The screen format consists of 26 rows of B0 characters.
The display may be configured so that any number of con-
tiguous screen rows starting from the top constitute the
upper screen, and the remainder the lower screen. This is
easily done by having the 2626A firmware set a value for the
demarcation row that indicates where the split is to occur'
This allows flexible and efficient vertical screen partition-
ing into logical blocks. In normal operation the 26264
firmware reserves the upper 24 rows for the user and the
bottom two rows for the softkey labels.

Horizontal screen splitting within either the upper screen
or the lower screen can be done by configuring the display's
upper and lower window screen count parameters. Using
these and the demarcation row it is possible for the firm-
ware to divide the screen into four independent windows.

To ease the task of discriminating between windows for
the user, a programmable demarcation line can be turned on
by firmware. This line coincides with the demarcation row,
and its position, thickness, and intensity are controlled by

means of appropriate configuration constants. Similarly, a
right border may be turned on at the interface between the
Ieft and right windows. Finally, a bottom border may be
activated on a row basis for each window to allow for
further screen splitting in the vertical direction.

The two types of cursor supported by the display system
are a blinking underscore and a full character cell rectangle.
Cursor type, blinking, and underscore position within the
cell are all selected by the firmware through cursor control
words. Moving the cursor inhibits its blinking to make it
visually easier to track for the terminal user.2 This is done
by internally comparing the old and new cursor positions
for each frame and firing a blink-inhibiting digital one-shot
multivibrator if they differ.

The display system supports ten combinations of the
blink, underline, inverse video, half-bright, and security
enhancements. In addition, a full-screen background set-
ting capability allows the user to change the entire display
from white-on-black to black-on-white or vice versa. Four
character sets of 1 2B characters each can be accommodated.
Finally, an internal dot and crosshatch pattern generator
can be invoked to simplify terminal setup and alignment
during manufacture. All of these features are available
through configuration parameters and entries in the display
memory.

To make this display system practical and reliable, it was
felt that integration was mandatory. Since no commercially
available CRT controller exists with this flexibility and
Iarge repertoire of features, a new video control chip (VCC)
was developed. All the circuits required to support the
2626A's display system are included in the chip with the
exception of a crystal oscillator, character ROMs, display
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Fig. 1. Block diagram of the video
control chip (VCC). Several inter'
locked state machines and count-
ers are driven by parameters read
from the display memory (black
lines are control Daths).
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memory, sweep circuits, a delay line, and a bus switch.
The reasons for integration are compelling. Given the

complexity of this chip, the equivalent in TTL logic would
have required approximately 22O integrated circuit pack-
ages and used 775 cm2 of six-layer printed circuit board.
This logic would have dissipated approximately 15 watts.
Custom integration resulted in one component that requi-res
about 29 cm2 of board area and dissipates only 900 mW'

The decision to implement the VCC in HP's silicon-on-
sapphire (SOS) process3 was based on SOS's high speed,
low power, static operation, and reasonable density.

Video ControlChip
The VCC has a flexible structure configurable by

firmware to allow a variety of screen formats. Thus it may be
used not only in the 26264 but also in other terminal
products without any redesign. It supports character en-
hancement and all dot processing, and has its own built-in
DMA capability.

The VCC is implemented as a hierarchy of interlocked
state machines and counters driven by configuration and
control parameters read from the display memory. A
simplified block diagram of the VCC is shown in Fig. 1.

The master sequencer, a complex state machine, controls
the overall operation of the VCC. The algorithm of the
master sequencer is driven both by qualifiers from the raster
generator representing the current state ofthe screen and by
configuration information from the firmware. The master
sequencer controls the address counter, the vertical win-
dow counter, and the memory controller. At chip turn-on it
reads the hard configuration area of the display memory
and loads the values into the chip's registers. These repre-
sent raster-defining parameters such as the number of
screen rows and columns (see Table 1). During on-screen
activity the master sequencer coordinates the fetching of
pointers and characters from the display memory and dur-
ing horizontal retrace it controls memory refreshing, Once
per frame it goes through a soft configuration housekeeping
cycle and reads such dynamic information as the current
cursor position and the vertical window width.

The address counter is 14 bits wide, giving it an address-
ing range of toK words. Under master sequencer control it
performs the operations of row pointer and character fetch-
ing, display memory refreshing, and the addressing of the
hard and soft configuration memory areas.

The memory controller arbitrates processor access of the
shared display memory. In normal operation the VCC locks
out the processor during on-screen columns and allows
access only during horizontal and vertical retrace. Under
processor command the VCC may allow itself to be preemp-
ted by the processor, which causes screen blanking. One
use of this mechanism is the interleaving of VCC and pro-
cessor accesses. Another use, helpful for whole-screen up-
dates, involves blanking the entire frame from the time the
processor desires the memory until the start of the frame
following the release of the memory.

The video logic consists ofseparate dot and enhancement
processors. These accept the character enhancement infor-
mation read from the display memory and the character dot
information read from the character ROMs. Together these
processors generate the two video signals representing

tr@
I tn"r"""ing
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Addresses

full-bright and half-bright bit streams, which go directly to

the sweep assembly.
The dot t iming generator is driven directly by the

25.77"15-MHz dot rate clock. It provides all of the VCC's
internal timing including the high-speed clocking required
by the video logic's parallel-to-serial converters. It also

I Last screen Row

+ 
Pointer Triad

lr,r", screen Row

I 
Pointer Triad

Fig. 2, Ihe dis play memory contains two configuration arcas '
a pointer list, and the rows of characters to be displayed.
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Table I

Hard Contiguration Constants

Variable Horizontal Retrace Columns
Active Columns
Clear Horlzontal Drive Signal
S€t Horizontal Drive Signal
(not used)
Number of Visible Screen Rows
(not used)
(not used)
(not used)
Starter Scan Lines
(reversed tor testing)
(reserved tor testing)

Scan Lines per Row

Soft Conliguration Constants

Cursor Row
Cursor Column
Cursor Control
Display Control
Demarkation Line Control
Demarkation Line Starting Scan Line
Demarkation Row Scan Lines
Demarkatlon Row
End Scan Lines
Vertical Retrace Llnes
Lower Screen Enhancement Assignment
Upper Screen Enhancement Assignment
Lower Screen Hardware Mask
Upper Screen Hardware Mask
Lower Screen Vertacal Window
Upper Screen vertical Window
(not used)
(reserved lor testing)
(reserued for testing)

0
1
2
3
4
5
6
7
8
9
A
B
c

VHRC
AC
CHDR
SHDR
(0)
SR
(0)
(0)
(0)
ssL
(0)
(0)
RL

cRow
ccoL
cc
DC
DLC
SLD
SLOR
DR
ESL
VR
LSEA
USEA
LSHM
USHM

1 0
1 1
1 2
1 3
1 4
1 5
1 6
1 7
1 6
1 9
1 A
1 B
1 C
1 D
1E LSVW
lF USVW
2cl22 (ot
23 (0)
24 (0)
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supplies the external timing needed for the display memory
and the character ROMs. The 26264 uses an external delay
line driven by a synchronization signal to generate the
memory RAS and CAS signals (row and column address
strobe).

The raster generator consists of the column, line, row,
and vertical window counters. These configurable counters
represent much of the VCC's flexiblity, allowing the chip to
be firmware-configured for a variety of applications. The
specific configuration required is loaded into the raster
generator during the hard and soft configuration house-
keeping cycles. By way of example, two screen configura-
tions are used in the 26264 to select between the 60-Hz
United States frame rate and the 50-Hz European rate. By
judiciously selecting the appropriate line counts for verti-
cal retrace and by padding the frame with dummy scan
lines it is possible to select either rate and still maintain
both constant vertical centering and a constant horizontal
scan rate. Frame rate selection is seen by the user as a choice
between 50 Hz and 60 Hz. When a change is made to the
terminal configuration, the firmware modifies two con-
stants in the soft configuration table. Beginning on the next
frame, the raster generator responds to the new values by
operating at the new frame rate. This type of flexibility
totally eliminates the need for the usual plethora of
switches and jumpers.

Display Memory Organization
The display memory may be either 4K or 16K words by 16

bits. It is implemented in the 2626A by means of industry
standard dynamic RAMs. It could also be implemented in
static RAM, PROM, or ROM, provided that the system tim-

Fig,3. Photomicrograph of the video control chip
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ing requirements are met. Dy'namic memories represent the
lowest system cost for full-screen displays. However, these
memories must be periodically refreshed to preserve their
contents. For this reason the VCC performs explicit refresh
cycles as part of its horizontal retrace activities. Once per
scan line four successive columns are cycled. An internal
seven-bit refresh register is kept as part of the address
counter for this purpose.

Access to the display memory for refreshing the CRT is
done on a real-time basis with no line buffering. The pro-
cessor is allocated access during both horizontal and ver-
tical retrace and may elect to lock out the video system for
large block transfers. This represents a reasonable com-
promise between memory cost, bandwidth, and memory
availability.

The display memory contains the two configuration
areas, the pointer list, and the rows of characters to be
displayed. Fig. 2 shows the data structure used. At the
bottom starting at address 0 is the hard configuration a-rea.
This is read once at chip turn-on and is never accessed
again. The soft configuration area is located from address
L016 to address 2416 and is read once per frame to update
the dynamic screen parameters.

The pointer list starts at location 25ru and contains three
words per configured screen row. These are a pointer to the
left window characters, a pointer to the right window
characters, and two concatenated end-of-data bytes. These
bytes represent the number of characters to display in the
row's left and right window areas, respectively, before start-
ing hardware blank filling.

The pointers may be manipulated by the firmware to
implement scrolling, row insert, and other functions. Each
pointer can address the entire 16K range of the display
memory. It is the responsibility of the firmware to build a
valid and consistent data structure since the VCC cannot
write to the display memory nor does it know how big it
really is.

The character entries in display memory each consist of
seven bits of ASCII representing the character itself, four
bits of character enhancement, and two bits for character set
selection. The remaining three bits are reserved by the
firmware for 26264 features. Mask registers in the VCC may
be set to disable the enhancement and character set select
bits on a half-screen basis. These are used ifa chip's applica-
tion requires the bits to be reassigned to a different purpose.

The logical length of a row of characters may be different
from its physical length on the screen. Portions of longer
rows will be off-screen until they are scrolled into view.
This is accomplished in firmware by altering the row's
pointer to redefine what is to be displayed in the window.
Shorter rows may be blank-filled by the firmware at the
expense of display memory. Alternatively, the firmware
could use the row's end-of-data byte, which indicates how
much of the row to display, with the remainder to be
hardware blanked.

VCC lmplementation
Fig. 3 shows a micrograph of the VCC with the principal

blocks labeled. The chip's logic is designed for maximum
speed in the critical circuits while minimizing area (the die
is 4.9 mm by 5.8 mm). The configuration constants are
stored in latches connected to an internal 16-bit data bus



and clocked by the master sequencer. The same data bus is

used as a stimulus bus when the chip is tested at wafer sort
and package sort.

The internal state machines are implemented using

D-type flip-flops and PLAs fprogrammable logic arrays).
The chip is entirely static, a feature of CMOS/SOS that
simultaneously allows low power dissipation and high

speed. Static operation makes testing of this chip relatively

easy. A circuit may be set to a state and left there for an

arbitrary amount of time without loss of information.

Physical Description
The VCC is packaged on a 64-pin leadless square ceramic

substrate measuring 4.4 cm by 4.7 cm (Fig. +). This package
fits into a special zero-insertion-force socket and is held in
place with spring clips. Heat dissipation is through the
substrate and a temperature rise of 10'C is typical at the 900
mW power level at which it operates.

Fig.4. The VCC is packaged on a 64-pin leadless ceramrc
substrate measuring 44 mm bY 47 mm.
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SC-Cut Quartz Oscillator Offers
lmproved Performance
This compact oscillator is designed to serve as a built-in
precision frequency source. New technology and
packaging provide lower power consumption, faster
warmup, better stability, and lower phase noise.

by J. Robert Burgoon and Robert L. Wilson

IGH-STABILITY OSCILLATORS are key compo-
nents in many instruments and systems. Such
oscillators serve as time bases for frequency count-

ers, time bases for navigational systems, frequency sources
for synthesizers and spectrum analyzers, and local oscil-
lators for radar and communication equipment.

The new HP Model 10811A/B Crystal Osci l lator (Fig. 1)
is a component quartz oscillator that puts out a highly
stable 10-MHz signal. I t  is designed to provide an in-
strument or system designer with a frequency reference or
source for applications requiring a low aging rate, a spec-
tral ly pure signal, or both.

Intended as a next generation plug-in replacement for the
HP 10544A/B/C Osci l lator, the 10811A/B offers signif icant
improvements in almost all areas of performance.
Phase noise. The phase noise f loor of the 10811A/B is 10 dB
to 15 dB lower than the older 1O544AlBlC Osci l lator. Phase
noise is becoming more and more important, especial ly in
applications where the reference osci l lator output must be
multiplied up to some higher frequency. Frequency multi-

Fig. 1. The new 1081 lAlB 10-MHz Crystat Oscillator is a
component oscillator for instruments and systems. A new
quartz crystal cut and a new circuit design give it many im-
proved leatures including lower phase noise and lower power
consumption than previous deslgns. Two models, A and B,
provide a choice of electncal connection methods.
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Fig.2. Typical 1081 l AlB phase norse plot, showing the nolse
processes respontble for the overall phase nolse.

pl icat ion causes phase noise and sidebands to increase by
20 dB for every decade of mult ipl icat ion. For example,
mult iplying the 10-MHz output of the 10811A/B to 500 MHz
wil l  cause a 34-dB increase in phase noise. Fig. 2 shows a
typ ica l  10811A/B phase no ise  p lo t .  The s lopes  o f  the
straight lines drawn through the data indicate the different
noise processes responsible for the overal l  phase noise of
the osci l lator.
Time domain stability. Time domain stability is often di-
vided into long-term and short-term regions. Long-term
stability is measured over intervals of days, and short-term
stabi l i ty is measured over intervals of seconds. Long-term
stabi l i ty, also cal led aging or frequency dri f t ,  is the key
specif icat ion in many applications. I t  determines how often
an osci l lator must be adjusted to keep i ts absolute frequency
within useful l imits, which vary depending on the specif ic
application. At the factory, all oscillators are monitored in
an au tomated sys tem unt i l  the i r  ag ing  is  less  than
5x10-10/day over a three-day period.

Short-term stabi l i ty is closely related to frequency j i t ter
and is a type of noise measurement. The 1081-1A/B's short-
term specifications are factors of 2 to 33 better than the
10544A/B/C specif icat ions. Fig. 3 shows a plot of t ime do-
main stabi l i tv measurements of two 10544B Osci l lators and
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Fig.3. Time domain stability (short-term) measurements of
Nvo 10811A Oscitlators and two 105448's (an older design).

two 10811A Oscil lators.
Warmup. The 10811A/B Oscillator cuts the 105444/B/C
warmup time specification in half: 10 minutes for the
10811A/B compared to 20 minutes for the 10544A/B/C Os-
cillator. Warmup time is defined as the time between oscil-
lator oven turn-on and the time when the output frequency
is within 0.05 Hz of the operating frequency, In portable
instruments, where battery weight must be minimized, low
power and quick warmup are crucial. Since the instrument
warmup time is likely to be much shorter than the oscillator
warmup time, the latter usually dominates. A side benefit of
the 10811A/B is that its frequency just after oven turn-on is
only 100 Hz low compared to 1 kHz low for the 1054aA/B/C.
This allows faster lock-in for instruments using phase-
locked loops.
Oven power, Fig. 4 compares the steady-state oven power of
the 10811A with that of a 105448, both in moving air. At
25"C the 10811A requires less than one-half the power of the
105448. Power consumptions of the 10544A and the
10811A in still air are also shown in Fig. 4 for 25t only.
Low oven power makes the instrument or system designer's
job much easier, especially for portable applications.
Temperature coefficient. The dominant environmental fac-
tor affecting the oscillator frequency is temperature. The
10811A/B is specified to be three times less sensitive to
temperature than the older 10544A/B/C. The actual perfor-
mance comparison shown in Fig. 5 is even more striking.

Oscillator Design
Fig. 6 shows a block diagram of the 10811A/B Oscillator.

The oscillator loop includes a LO-MHz SC-cut crystal (see
page 22) which is mode-suppressed to allow only C-mode
operation. The buffer stage transfers the 1O-MHz signal to
the output stage while isolating the oscillator loop from
output effects. The buffer stage also drives the AGC (au-
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Flg.4. Sfeady-state oven power of the 108114 compared
with that of the 10544418.

tomatic gain control). The AGC holds the output level con-

stant, but more important, holds crystal current constant to
prevent frequency changes caused by variations in the crys-

tal drive level. The oven controller monitors the tempera-

ture of a thermistor embedded in the oven mass and accu-

rately controls the temperature by applying power to the

8x 1 0-e

6x 10-e

4x 10-e

2 x  1 0 -

o
o

o
o
o
C'
o
lr
It
o
=
6

E
o
z

-2x10 -e

- 4 x 1 0 - s

-6x  10 -e

-8x  10 -s

-40 -20 0 20 40 60

Ambient TemPerature (oC)
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The SC Cut, a Brief Summary

by Charles A. Adams and John A. Kusters

Quartz crystals for use as frequency determining elements in
oscillators are cut from large pieces of quartz, the cuts making
various angles with the crystal lattice. Two common cuts, called
AT and BT, are single-rotation cuts, which means that the master
crystal is rotated about one of its axes to the desired angle and
then cut. A doubly-rotated crystal ls rotated about two axes be-
fore cutting,

The SC (stress compensated) cut used in the 1081 1A,/B Osci l-
latorwas introduced in November 1974.lt has also been known as
the TTC (thermal transient compensated) and TS (thermal stress)
cut. Many papers extolling its virtues and faults have been written,
and the most-often-aired complaint is that it is difficult to make. lt is
a doubly-rotated crystal, which adds to its difficulty of manuf actur-
ing. However, HP has been making doubly-rotated crystals since
1965, so the SC cut did not present insurmountable difticulties.

A brief comparison of the properties of the SC crystal with those
of AT and BT crystals is as follows.

Suoerior SC Quali t ies:
Fast warmup. No frequency overshoot
Much smaller second-order temoerature coefficient

(F is .  1 )
Almost zero amplitude-frequency effect
Essential ly no activi ty dips (coupled modes)
Better short{erm stability
Lower acceleration sensitivitv

Equal:
Long-term aging
Shunt capacitance

Inferior SC Quali t ies:
Tighter angular tolerances required
Q lower than BT
Higher series resistance

Five factors affect crystal frequency. They are dimensions,
density, elastic moduli, third-order elastic effects, and coupling of
unwanted modes. The AT and BT cuts, traditionally used for
precision resonator applications, compensate for statically in-
duced temperature changes in the first three factors. The SC is a
doubly-rotated cut that compensates for changes in all five fac-
tors. Although thermal gradients induced in quartz plates result in
momentary frequency excursions that are not predictable by
basic elastic theory, recent developments in the theory permit
determination of a crystal cut that is compensated both statically,
as in the AT and BT cuts, and dynamical ly for momentary thermal
gradients and surface stresses. Dynamic compensation results in
a cut that exhibits very small frequency changes at turnover even
though the temperature is changing fast enough to cause thermal
gradients in the crystal.  As an i l lustrat ion, consider the case where
BT and SC resonators are exposed to a thermal shock large
enough to induce a gradient through the thickness of the crystals
so that at equi l ibr ium the temperature has r isen 1'C. The instan-
taneous lrequency change of the BT resonator would be some
four orders of magnitude larger than that of the SC. For an actual
case of a fast warmup oven, the BT would require about 20
minutes to stabi l ize within 1 x 10-e of i ts f  inal f  requency, whereas
the SC in the same oven would require less than six minutes and
there would be no frequency overshoot. lt should be pointed out
that the SC is not necessarily operated at a turnover point. The
1081 1A/B Oscillator is designed to work with the crystal between
80' and 84'C. At the operating temperature, the crystal 's
frequency-temperature slope can be no larger than j.5 parts in

+3x  10 -8
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Fig. 1, Comparing the SC-cut crystal's temperature perfor-
mance with that of tuvo other common cuts, AT and BT.

108/"C. This slope, coupled with the very high thermal gain made
possible by a novel oven design, permits satisfactory operation in
ambient temperatures from -55'C to 71'C.

Conventional AT and BT cut crystals all have problems with
coupled modes, known as activity dips. The SC does not exhibit
this problem. Over a wide range of curvature, act ivi ty dips do not
seem to exist. Therefore, curvature is not a critical factor in the SC.

The short{erm stability of the SC is typically better than that of
AT or BT crystals, even though i ts Q is lower. Using the Al lan
variance method ol measurement, typical values for one-second
samples are:

A T  -  5 x 1 0 - 1 2
BT -  2 .5x10-12
S C  -  1 . 2 5 x 1 0  1 2

Many osci l lator users are part icularly interested in the perfor-
mance of the SC under accelerat ion. One-hundred-percent test-
ing of this parameter has shown that the SC when used in the
10811A/B Osci l lator consistently has less than 5 parts in 1010/g
f requency f luctuation.

For a detailed study of the SC crystal, the reader is directed to
the bibl iography.
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two heaters, The specific oven temperature depends on the
individual crystal and is about B2t. Because of their power
dissipation, the output amplifier and the oven controller are
outside the oven.

Crystal Mode Suppression
The SC-cut crystal is capable of resonating in many

different modes. The crystal we use is cut for a third-
overtone C-mode resonance at 10.0 MHz. The third-
overtone B-mode resonance is above this at 10.9 MHz.
Below 10 MHz, the next mode is the fundamental A mode at
7 MHz, and below that are the strong fundamental B and C
modes. In all overtone crystals, the fundamental modes will
dominate if they are not suppressed, This leads to the com-
mon high-pass mode-suppression techniques, such as
low-pass traps or tanks. The high-pass techniques are not
sufficient to suppress any modes above the desired fre-
quency, such as the third-overtone B mode at 10.9 MHz.
One way to implement bandpass mode suppression is illus-
trated in Fig, 7. The capacitive shunt arm C3 is replaced
with a series-parallel network. With properly chosen com-
ponent values, the conditions for oscillation will occur only
over a selected band offrequencies. Fig. 8 shows equivalent
circuits for low, middle, and high frequencies. At low fre-
quencies the series-parallel network looks inductive. With
one shunt arm inductive and the other shunt arm capaci-
tive, it is not possible to produce in-phase feedback for
oscillation. At high frequencies the result is similar. Here
again, the series-parallel network looks inductive, No oscil-
lation is possible because of the mixed capacitive and in-

ductive shunt arms. At frequencies inside the passband
both shunt arms are capacitive and the circuit is capable of
producing the proper phase shift for oscillation. Ifthe crys-
tal has a resonant mode inside the passband and the loop
has enough gain, the circuit will oscillate.

Phase Noise
When considering the phase noise of an oscillator, it is

convenient to think of the oscillator as having two parts, an

oscillating loop section and a buffer amplifier section. If
properly designed, the buffer amplifier section contributes

Fig. 6. B/ock diagram of the 1081 l AlB Oscillator' The oscil'

lator looo includes a 1}-MHz SC-cut quartz crystal
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Flg.7. The SC-cut c4zstal in the 1081 lAlB Oscillator is
mode-suppressed to allow only C-mode operation. This dia-
gram shows a standard Colpifts-type oscillator (top) and the
same oscillator with mode suppresslon-

only 1/f and white phase noise and the oscillating loop
section contributes only 1/f3 and 1/fz phase noise processes.
It is the filter action of the crystal that provides the extra 1/f2
factor in the oscillating loop section.

The method of extracting the signal from the oscillating
loop is very important in achieving good phase noise. Since
the crystal is a very good filter, the crystal current is a very
clean signal. A simple way to extract the signal cleanly is
shown in Fig. 9a; this method was used in the 10544A/B/C
Oscillator. A capacitor is placed in series with the crystal so
that the crystal current flows through the capacitor. The
voltage across the capacitor is proportional to the crystal
current and is used to drive the buffer amplifier stage. All
the oscillator loop noise (except crystal noise) is filtered by
the crystal. The output voltage level is proportional to the
capacitor impedance and the crystal drive current. For a
good signal-to-noise ratio in the buffer stage, a large loop
output voltage is desirable. One way to increase the loop
output voltage is to decrease the capacitance. However, this
becomes a problem, because as this capacitor approaches
the value of the tuning capacitance, it severely restricts

Fig,8. Equivalent circuits f or the mode-suppression circuit ot
Fig. 7 . Top: low and high-frequency equivalent circuit. Bottom:
passband equivalent circuit.
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Fig. 9. Phase noise rs sensltive to the method of extracting the
signal from the oscillatot. (a) Method used in the 10544AlBlC.
(b) lmproved 1081 l AlB method.

tuning range. A compromise is required to balance the
tuning range and noise requirements.

In the 10811A/B Oscillator, a new approach was taken.
The circuit, shown in Fig. 9b, allows the capacitor to be
made small without affecting the tuning. The crystal cur-
rent is run through a common base stage, which feeds the
crystal current to the capacitor. The amplifier isolates the
capacitor from the tuning circuits since the oscillating loop
sees the amplifier as an impedance of (r'"+ ri6/B). This is
small compared to the crystal resistance, so it does not affect
the crystal Q significantly. Since the capacitor is no longer
in series with the tuning circuit, it may be made quite low to
get a large loop output voltage. The other factor affecting
the voltage is the crystal current. A value of 1 mA was
chosen, giving a crystal dissipation of 50 g.W.

Oven Power Consumption
An important oven design requirement was to reduce the

normal operating power consumption below that of the
105448, while still using a linear controller. The 105448
with a linear controller requires 4.5 W of oven power in an
ambient temperature of 25t. Because this oven uses a resis-
tive heater, at 25t about half of this power is dissipated in
the pass transistor located on the outside of the package.
This power is effectively wasted. The 10544A uses a more
power-efficient design that keeps power consumption low
in the control transistor by switching at 3 kHz. However, the
switching does give spurious frequencies that are unac-
ceptable in some applications. The 10811A/B Oscillator
combines the best of both designs by eliminating the heater
winding and using two control transistors to heat the oven
with direct current only (Fig. 10). Heaters Q1 and Q2 are
bolted to the oven cavity. R1, a small resistor, develops a
voltage V1 proportional to the heater current. This voltage
is used to limit the warmup current and provide feedback
for the main oven control loop.

The thermal resistance between the oven cavity tempera-



Fig. 10. 10811A18 oven controller block diagram. Two heater
transislors heat the oven using dircct current only. Overall
power consumption rs /ess than two watts in still air at 25T.

ture and the ambient temperature is 25% higher than that in
the 105448. This was accomplished by reducing the size of
the oven assembly, thus allowing the foam insulation to be
slightly thicker. The result of these efforts is an oven oscil-
lator that draws less than two watts in still air at 25'C,
compared to 4.0 W for the 7o544BlC and 2.6 W for the
105441\.

Warmup Time
The warmup time for most crystal oscillators is mainly a

function of the thermal transient behavior of the crystal.
The warmup time for the 7O544AlBlC Oscillator, which uses
a BT-cut crystal, is specified as 20 minutes to within
5x10-e of the 24-hour value for V"" : 20V (8 watts). Be-
cause the SC-cut crystal is much less s€nsitive to thermal
transients, the warmup time for the 10811A/B Oscillator is
governed by the most temperature-sensitive electronic
components and, of course, the thermal capacitance of the
oven assembly. To minimize total thermal capacitance, and
to improve heat transfer to the electronics, the oven assem-
bly is as compact as possible. The oven cavity and lids are
made of die-cast aluminum, while the oven cavity in the
105448 is made of copper. Aluminum has a lower thermal
capacitance per unit volume than copper by a factor of 0.7,
The most temperature-sensitive components are located on
the two printed circuit boards, which are folded into the
oven cavity. When the two lids are screwed in place, these
components are surrounded by heated aluminum walls. For
the above conditions, the 10811A/B warmup time is

specified as 10 minutes.
Because power transistors are used for the heat sources

the heater current Ig must be limited during warmup. This
is accomplished by U1, R1, R4 and Rs in Fig. 10. When V""
is applied to the oven, U2's output is approximately V"",
tending to turn Q2 on. U1 sinks just enough base current
from Q2 to make V1 : V3, and therefore limits Is to V3 +
R1. Since V3 is a linear function of V"", this circuit trans-
forms Q1 and Q2 into what appears to be a fixed heater
resistance. This was done to allow the 10811A/B Oscillator
to be used in applications where the 10544A/B/C Oscillator
is used. The 10544A/B/C uses a 47Q resistive heater
winding.

Temperature Coefficient
The reason for enclosing an oscillator in an oven is to re-

duce the effect of ambient temperature fluctuations on the
temperature-sensitive components in the oscillator. A mea-
sure of the ability to do this is termed thermal gain. Thermal
gain is defined as the ratio of the change in ambient temper-
ature (Tf to the resultant change in temperature of the
region in the oven that it is desired to control (T6). Thus
thermal gain : ATA/4T6. Even though the SC-cut crystal
has an improved temperature coefficient, it is still ten times
more temperature-sensitive than any other component in
the 10811A/B Oscillator. This means that if all of the com-
ponents of the oscillator including the crystal were to ex-
perience the same temperature change, the resultant
change in frequency due to the crystal would be ten times
more than that due to any other component. It follows that
the thermal gain to the crystal must be ten times greater than
the thermal gain to the rest of the oscillator electronics for
both areas to contribute equally to the oscillator's tempera-
ture coefficient.

The temperature coefficient of the crystal varies accord-
ing to the difference between the actual crystal operating
temperature and the turnover temperature of that particular
crystal, Turnover temperature is the temperature at which
the derivative of crystal frequency with respect to crystal
temperature is zero, that is,

daf/f
d r  

: 0 '

(See Fig. 1. on page 22.) It is desirable to set the oven tem-
perature very close to the crystal turnover temperature.
Most crystal oscillators use a variable resistor to set the oven
temperature. A time-consuming process must be followed
in which changes in the oscillator frequency are compared
to turns of this potentiometer. This process continues until
the frequency change per turn is small enough. At this point
the oven temperature is considered matched with the crys-
tal's turnover temperature,

In the 10811A/B, the combination of high thermal gain
and the SC-cut crystal's lower sensitivity to temperature
allows the oven temperature to be set merely by installing a
fixed resistor. Avoiding the long temperature-set process
makes the 10811A/B the first field-repairable HP crystal
oscillator.

ThermalGain
To achieve a high thermal gain to a particular region in a

(continued on page 28)
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Flexible Circuit Packaging of a
Crystal Oscillator

by James H. Steinmetz

Design objectives for the 1081 1A/B Osci l lator packaging
scheme included greater electr ical performance, decreased
manufacturing cost, and easier assembly and repairabi l i ty. This
osci l lator employs a new crystal technology with higher perfor-
mance support electronics and a radically new oven design. The
electronic packaging takes a new and radical approach, one of
selectively stiffened flexible circuitry. The operation and basic
layout of this oscillator is much the same as that of the earlier
10544N81C. A block dragram i l lustrat ing the basic similari t ies of
these osci l lators is shown in Fig. I .  The f lex circuit  forms the
backbone of the new oscillator. lt incorporates the three printed
circuit boards, the l/O connector and the various interconnec-
tions. The oscillator and AGC board are enclosed within a die-cast
crystal oven, thereby minimizing thermal effects on these critical
circuits.

Oven Control
Board

Oven Control
Board

AGC Board l/O Connector AGC Board

Oscillato.
Board

Thermal Insulation

10544A 10811A

Fig. 1. Cross-sections of the new 1081 1 A Oscillator and the
older 10544A.

Oscillator Assembly
The use of flex circuitry packaging in the construction of the new

osci l lator makes i t  ideal ly suited for high-volume production. The
production sequence is as follows. First, the flex circuits are
obtained from a manufacturer in panels of five complete circuits
per panel, as i l lustrated in Fig. 2. The panels are selectively
treated with a removable solder resrst in such areas as the l /O
connector. Then the panels are loaded with components either
by manual or automatic means. At this point, the panels are wave
soldered and cleaned. The loaded and soldered panels are
transferred to the electrical tester. This instrument gives a com-
plete functional check to the circuitry and components. l f  any
problems are detected, such as solder bridging or parts out of
specification, they are repaired at this point. The panels are then
transported to a machrne that separates the individual oscillator
f lex circuits from the panel. From here, the individual osci l lator f lex

Fig, 2. FIex circuits come live to a panel and are loaded,
soldered, and tested before being separated.

circuits are loaded into trays and transported to the final assembly
operation.

The f inal assembly consists of instal l ing the f lex circuit  into the
crystal oven, soldering the crystal leads to the board and screw-
ing the oven covers into place. The oven control board is then
folded over the top of the oven assembly and separated lrom it by
a thermal insulat ion spacer. At this point, the heaters for the oven,
which are two Darlington transistors in fO-220 packages, are
folded down from the oven control board and fastened to the oven
assembly. Two leads f rom the oven's thermistor are then soldered
to the oven control board. In this configuration, the assembly is
slid into the outer housing and the l/O connector is fastened into
posit ion. Another thermal insulator is instal led on top of the osci l-
lator assembly and the outer cover is installed. These Jinal as-
sembly sequences are i l lustrated in Fig. 3.

The 1 081 1 A, described above, has an edge-card connector for
the package l/O. The B model is electrically the same as the A
except that it has filtered power and coaxial signal connections.

The interconnection of the new B model oscillator l/O was
significantly improved over that of the 10544C by employing a
sculptured f lexible circuit  (SFC) interconnect. This interconnect is
soldered to the various connections on the outer cover and runs to
a simple connector on the oven control board. The A version's
edge-card connector and its associated flexible interconnection
are removed by a simple cutting operation at the point where the
flex leaves the oven control board, This technique allows for the
double use of the same f lex circuit  assembly, thereby al lowing
increased production volume and reduced unit costs. A compari-
son  be tween the .10544C and the  10811B is  shown in  F io .4 .

Benefits
The use of flex circuits in this new oscillator has resulted in a

substantial decrease in the labor required for assembly. Board
area has been reduced since some pads and connectors are no
longer required. This design also al lows a complete electr ical
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Fig.3. Final assembly of 1081 lAlB Oscillator.

check of the f lex assembly before f inal assembly. Repairabi l i ty
has been greatly simpli f ied, since the osci l lator can remain elec-
tr ical ly assembled and st i l l  be folded out so that i t  is accessible for
troubleshooting.

Flex circuitry made i t  possible to include an edge-card connec-
tor for inpuVoutput, This is accomplished by folding the f lex circuit
over the edge-card strffener board (onto the component side)
before the lamination of the f lex circuit  to the st i f fener board. This
el iminates the need to solder or otherwise connect to a package
l/O. Furthermore, the f lex circuitry simpli f ies the interconnection of
the fO-220 heater transistors for the oscillator's oven. These
interconnections are actually fingers of flex circuitry that extend
out from the oven control board. At the final assembly stage, the
transistors, which have been prevrously soldered to the f lex f in-
gers, are folded in a 180'arc and mounted to the oven.

A side benefi t  of the f lex circuitry rs that capacitors can be
formed by matching circular pads on both sides of the circuitry
separated by the base dielectr ic. As i l lustrated in Fig. 5, this
capacitor looks like a component pad without a hole. Capacitors
can be formed in this way on r igid printed circuit  boards too, of
course, but since r igid boards are thicker the capacitor pads must
be considerably larger.

Ilesign Problems
A problem that occurred early in the development of this new

osci l lator was the f lex circuit 's tearing within the interconnect
region. This can be an inherent l imitat ion with a f lex circuit  con-
structed of a polyimide material because of i ts relat ively low shear
strength. The problem was recti f ied by using larger radi i  at the
interconnection interfaces to the stiffener boards and improving
the techniques used to blank out the f lex circuit  during i ts man-
ufacturing. Another problem encountered was the cracking of
conductor traces in the pad area of the flex fingers that intercon-
nect the TO-220 heater transistors. This problem was solved by
increasing the pad area encapsulated within the f lex circuit  lami-
nate, in effect creating its own strain relief,

Fig. 4, The sculptured flexible circuit interconnect of the
1081 1B (left) is a significant improvement over the older
10544C (right).

The most dif f icult  problem was ult imately traced to stray capaci-
tance between two overlapping traces.. Because of the inherent
sensit ivi ty of the osci l lator 's electr ical design, any changes in
capacitance within cri t ical parts of the circuitry can result in a
frequency change. This problem had not been encountered in
previous designs, since the base material was considerably
thicker: 1.57 mm versus the new base thickness of 0.03 mm. The
theoretical model for such a situation can be predicted from the
capacitance equation, C:0.OBBSBK/VI, where C is capacitance in
picofarads, A is area in cm2, t  is dielectr ic thickness in centimetres,
and K is dielectr ic constant. l t  can be seen that the smaller the
dielectr ic thickness, the greater the capacitance. Therefore, the
solution was to decrease the capacitor area, since it was not
practical to change any of the other parameters. Flex circuit
technology al lowed for the local necking down of the trace in the

'An overlapping trace is simply a lrace on one side of a circuil board that crosses

another trace on the other side.

Fig.5. Sfray capacitance between oveilapping traces on the
thin flexible substrate is reduced by necking down the over-
lapping traces. When needed, capacitors are easily formed
(circular area without hole).
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region of the crossovers, as illustrated in Fig. 5. The neck-downs
are approximately0.l3 mm wide instead otthe standard 0.38 mm.
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structure, such as the crystal in the oven cavity, two loop
gains must be considered: the controller loop gain (partially
elecbical) and the mechanical gain. The controller loop
gain can be defined as the change in heater temperature
resulting from a change in thermistor temperature divided
by the change in thermistor temperature, assuming the
thermistor is separate from the heater. This gain can easily
be made very large, and in the 10811A/B Oscillator it is
about 10s. The mechanical gain is defined as the change in
ambient temperature divided by the resulting change in
crystal temperature. The mechanical gain is a function of
the thermal properties of the structure, the location of the
two heaters, and the thermistor location. The difference
between mechanical gain and thermal gain is that thermal
gain is dependent upon both the controller loop gain and
the mechanical gain and can be no larger than the smaller of
these two. If it can be assured that the controller loop gain is
more than ten times greater than the desired thermal gain,
the thermal gain approximately equals the mechanical
gain, This is the case in the 10811A/B, since the controller
loop gain is designed to be 100 times the desired minimum
thermal gain of 1000. Therefore, with the controller de-
fined, it then was necessary to locate the heaters, thermis-
tor, and crystal such that the mechanical gain to the crystal,
AT"n66oy'ATcrystal, would be greater than 1000.

Normally, when one heater winding is the only source of
heat for an oven, the crystal and thermistor must be
mechanically reananged on a trial-and-error basis until the
desired mechanical gain is obtained. If later in the design a
mechanical change occurs, this may change the thermal
behavior of the oven enough that the above process would
have to be repeated. With two heaters, adjusting the ratio of
the power dissipated in the two heater transistors achieves
the same result as physically moving the thermistor or
crystal. With the first prototype 10811A/B Oscillator, sev-
eral trials were required initially to locate the thermistor,
crystal, and heaters in the aluminum oven housing. After
that, it took several hours to fine tune the oven to a thermal
gain of approximately 10,000. This fine tuning was done by
adjusting the ratio of resistors R2 and R3 (Fig. 10). Later,
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when more oscillators were constructed using a mechanical
design identical to the prototype, the same ratio of R2 and
R3 was used. No further attempts were made to optimize the
thermal gain of these other ovens. The thermal gain to the
crystal for all of these ovens was measured to be greater than
1000.

Mechanical Aspects
A combination rigid-flexible printed circuit board con-

cept is used in the 10811A/B Oscillator (see page 26). The
printed circuit board is constructed of a flexible five-layer
KaptonTM and copper laminate cemented to a standard G10
fiberglass stiffener. The stiffener is required only for
mechanical support since all traces and pads are contained
in the flexible laminate. Since the stiffener boards are ini-
tially part of a single large sheet, it is possible to leave small
cut-away tabs temporarily connecting the individual
boards to the remaining support board. Later on, these tabs
are cut with a pair of side cutters to release the boards.
While still connected to the support board, the individual
boards are loaded with components and wave-soldered in
the conventional manner.

During the assembly procedure, no hand wiring is re-
quired to interconnect any ofthe fourrigid boards. The edge
connector, the oven controller board, and the two boards in
the oven are all inherently interconnected with this rigid-
flexible printed circuit board concept.
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aging system for the 1081 1A,/8. He's
now production engineering supervisor
for precision frequency sources. Bob
has co-authored two papers on the
SC-cut crystal osci l lator and is named
inventor on one patent and one pending
patent Bob grew up in Corval l is and
Coos Bay, Oregon. He l ives in Santa
Clara, Cali fornia and enloys scuba div-
ing ,  sa i l ing ,  and mak ing  fu rn i tu re .

S P E C I F I C A T I O N S
HP Model 10811A/B Crystal Oscillator

FREQUENCY STABILITY (see definit ion ol terms):
LONG TERM (Aging Rate): <5xtO 1o/day after 24-hour warm-up. See Note 1

<1x10 ' lyear lo( continuous operation.
SHORT TERM: Reter to tables below.

HARMONIC DISTORTION: Down more than 25 dB from output.

SPURIOUS PHASE MODULATION: Down more than 100 dB from output (discrete side-

bands 10 Hz to 25 kHz).
POWER REOUIREMENTS:

OSCILLATOR CIRCUIT: 1t.O to 13.5 Vdc. 30 mA typical. 40 mA max.

OVEN CIRCUIT: 20 to 30 Vdc; turn-on load is 42 ohms minjmum Steady-stale power

drops to a typical value ol 2.0W at 25"C in still air with 20 Vdc applied.

CONNECTORS:
10811A: Mates with CINCH 250-15-30-210 (HP 1251-0160) or equivalent (not supplied).

1 081 1 B: Solder terminals and SMB Snap-on connectors. Mates with Cablewave Systems,

Inc. #7001 56 or equivalsnt (not supplied).
SfZE:72 mm x 52 mm x 62 mm (2-13116 in x 2-' l l32in x 2-71'16 in, 14 cu in).

WEIGHT: 0.31 kg (11 oz).
PRICES IN U.S.A.:

Quantities

1-4
5-9

'to-24

25-49

DEFINITION OF TERMS:

Time Domain Stabil ity

AveragingTime Siabil ity
' fsecondsl ,r., ( i)

I

e  - t n
1 0  "  1 . 5 . 1 0  "
r o  2  1 . 5 r t o  1 1

1  , 1 t
1 0  5 , 1 0  -

A  1 t
1 0 "  5 ' 1 0  -

1  1 t
1 0 '  5 ' 1 0  -

c  - . 1 1' r0 -  1  .  10

Frequency Domain Stability

Olfset trom Signal Phase Noise Ratio
r  lHzl  c1t ;  laadr F7l

roo -90
t 01 120
to2  r4o
ro3 1s7
too t6o 1 0 8 1 1 4

$800
o /od
$736
$672

t 0 8  t ' 1 8

$900
s864
$828
$756

ENVIRONMENTAL SENSITIVITY:
TEIVPEFTATURE:  <4 .5x  10-9  over  a  -55 'C to  71"C ranqe.  <2 .5x  t0  9  over  a  O 'C to

71'C range.
OPEFIATING:  55"C to  71 'C.
STORAGE: -55"C to +85"C.

LOAD:  <5x10 10  fo r  a  r '1o"zo  chanqe in  50-ohm load.  - :5x to  10  10(  a  t25"k

change in 1-ko load.

POWER SUPPLY; <2x10-10 for a lTo change in oscil lator supply voltage.
FIIPPLE: < 90 dBc spurs from 1 0 mV rms ripple on oscil lator supply voltage at 1 00 Hz.
OVEN: 1 u 10- '" tor '10o," change in oven supply voltage.

GRAVITATIONAL FIELD: <4x10 v for 29 static shift (turn-over).
MAGNETIC FIELD: <-90 dBc sidebands due to 0.1 mill i tesla (1 gauss) rms at 100 Hz.
HUMIOITY (lypical): 1 x 1O 9 for 95y. RH at 4O'C.
SHOCK (survival): 30 g, 1 1 ms, 1/2 sinewave.
ALTITUDE (typical):2x10-v for O to 50,OOOJt.

WARMUP: 1O min. atter turn-on within 5x'lO-Y of f inal value, at 25'C and 20 Vdc. See

Notes 1 and 2.
ADJUSTMENT:

COARSE FHEOUENCY RANGE:  > t1  x10 6  ( i1o  Hz)  w i th  18  tu rn  cont ro l .
ELECTRONIC FREQUENCY CONTFOL (EFC): >1x10-' (1 Hz) total, control range

-5 Vdc to +5 Vdc.

OUTPUT:
FFIEQUENCY: 10 MHz.
VOLTAGE:0.55 r0.05 V rms into 50 ohms. 1V rms 120"/0, into 1k ohms.

LONG-TEBM FREOUENCY STABILITY is delined as the absolute value (magnitude) ot

the fractional lrequency change with time. An observation time sufficiently long to re-

duce the etfects of random noise to an insignificant value is implied Frequency

changes due to environmental etfects must be considered separately

TIME DOMAIN STABILITY or(z) is defined as the twGsample deviation of lractional fre-

quency fluctuations due lo random noise in the oscil lator' The measurement band-

width is 100 kHz.
FREQUENCY DOMAIN STABILITY is defined as the single sideband ph6e noise-to-

signal ratio per Hz of bandwidlh (a power spectral density) This ratio is analogous to

a spectrum analyzer display of the carrier versus either phase modulation sideband.

See "NBS-Monograph 140" for measurement details.
NOTES:

1. For oscil lator off{ime less than 24 hours.
2. Final value is defined as frequency 24 hours atter turn-on.

MANUFACTURING OIVISION: SANTA CLARA DIVISION
5301 Stevens Creek Boulevard
Santa Clara. CA 95050 U S.A
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New Temperature Probe Locates Circuit
Hot Spots
Use it with any general-purpose digital multimeter and
some HP oscilloscopes to get readings directly in degrees
Celsius.

by Marvin F. Estes and Donald Zimmer, Jr.

AST, ACCURATE TEMPERATURE measurements
are needed in a wide variety of thermal design, diag-
nostic, and testing applications. Hewlett-Packard's

new Model 10023,\ Temperature Probe (Fig. 1) is designed
to provide these measurements. With the probe, surface
temperature measurements are read directly in degrees
Celsius on any general-purpose digital multimeter (DMM)
having an input impedance of 10 megohms or more. The
pencil-like probe tip easily accesses small components and
a press-to-read switch makes measurements easy.

The probe is a self-contained temperature-to-voltage
transducer with a forward-biased diode chip bonded to a
small ceramic substrate in the probe tip. A calibrated, linear
output of 1 mV/"C is assured by individually characterizing
each diode in a precision thermal reference bath. An inte-
grated-circuit resistor network is then laser trimmed to
match each diode to its electronic compensating circuit.

The use of Hewlett-Packard integrated circuits permits
the entire electronics assembly, including the battery, to be
packaged in the probe banel. A standard dual banana plug
output connector is compatible with most digital voltme-
ters including the built-in DMMs on Hewlett-Packard's Op-
tion 034/035 1700 Series Oscil loscopes.

Measurement accuracy of the temperature probe is -rZtl

from 0"C to +100"C decreasing linearly to l2o, -4t at
-55t and to +4"C, -ztl at +150f. This accuracy specifi-
cation is traceable to the U.S, National Bureau of Standards.
For applications requiring relative rather than absolute

Outpul
temperature ol

temperature
probe ("C)

Thermal capacity ot
ceramic tip-

(watt-seconds/"C)

Thermal resistance
from outside of tip

to diode on inner side
of ceramic tip (oC/W)

Thermal resistance
trom iunction to

case ("C/W)

Transislor case Heat source (watts)

Flg.2. Simplified electrical analog of the problem of measur-
ing the temperature of a transistor with a probe.

measurement of similar temperatures, the probe has a
short-term repeatability of +0.3T.

By using a temperature sensor with very low thermal
mass and a geometry that places it very close to the mea-
surement surface (approximately 0.25 mm or 0.010 in), the
10023A can make measurements quickly and closely track
heating or cooling in devices operating under varying load
conditions. This design also permits temperature mea-
surements with very low thermal gradient errors.*

Very fine wires, approximately 0.10 mm in diameter, are
used for connecting the diode sensor to the electronic com-
pensating circuits to achieve very high thermal isolation.
This thermal isolation reduces the tendency for the probe
tip to act as a heat sink or cooling fin and change the
measured surface temperature. Minimum disturbance of
the operating environment by the probe is particularly im-
portant when accurate temperature measurements of small
electronic components are needed.

The electrically isolated probe tip permits measurements
.HP Application Note 263 contains typical performance characteristics.

Vort

R2

Temperature
probe tip

Thermal resistance
from diode along
wires to ambient

temperature ("C/W)

Ceramic tip of probe

Temperature at
interlace of transistor
case and tempetature

probe ("C/W)

Thermal capacity
of package

being measured
(watt-seconds/"C)

Fig. 1. Model 10023A Temperature Probe gives fast indica-
tions of surface temperatures on many general-purpose digi-
tal multimeters and HP 1700 Series Option 0341035 Oscillo-
scopes.
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:
1 .3 -1 .5V  T

Silver Oxide i
Batterv I' l

I
Ceramic ChiP in Probe TiP

Fig. 3. Simpllfied schematic of the 100234 Temperature

Probe.

of non-grounded components such as the case of a power

transistor with its collector common to the case. A very low

tip-to-ground capacitance of approximately 0.5 pF avoids

electrical loading when thermal probing in high-speed cir-

cuits.
The temperature probe is calibrated at the factory and

does not require periodic calibration. There are no internal

adjustments. In the event of tip damage, the probe is easily

repaired with a new, precalibrated tip and matching com-

pensating network.

Tip Heat Characteristics
The tip is the most important part of a temperature probe,

especially one designed to measure the temperature of

small  objects l ike transistors, diodes and IC packages'

Therefore the HP 10023A temperature probe's development

centered around the development of a tip.

Three heat characteristics are particularly important. One

is the thermal capacity of the probe tip. If the capacity is too

large, even if there are no heat leaks, the probe will take a

long time to reach a stable temperature when measuring the

temperature of a small transistor. To keep the thermal

capacity low, the 100234 t ip is constructed of a piece of

alumina 2 mm in diameter by 0.25 mm thick, and the diode

chip (0.25 x0 .25xO.O2 mm) is bonded direct ly to the back of

the alumina. The alumina contributes essentially all of the

thermal capacity. A small amount is added by the black

plastic barrel and the wires that connect the diode chip to

the circuitry.
Another important characteristic is the thermal resis-

tance from the measured body to the sensor or diode chip.

This is important for two reasons. First, too much thermal

resistance, like too much thermal capacity, produces too

long a time constant when a measurement is taken. Second,

this resistance can affect the accuracy by acting as a heat

divider with the thermal resistance from the heat sensors to

ambient. The tip resistance was minimized by reducing the

thickness of the alumina substrate to 0.25 mm'

The third important heat characteristic is the thermal

resistance from the heat sensor (diode chip) to ambient'

This is important because it can act as a heat divider with

the thermal resistance from the measured body to the sensor

and thereby affect accuracy. This resistance effect was

minimized by using #38 AWGcopper wires from the diode

to the probe circuits and by using a plast ic barrel to hold the

assembly together.
These various thermal capacities and thermal resistances

are shovm in simplified electrica-l analog form in Fig. 2. It is

obvious that in the steady state R1 should be low and R2

should be high to provide good accuracy. Also in the steady

state, R6 of the source should be much less than R, or the

temperature of the transistor will be lowered by thermal

loading. C1 should be much less than C6 or the time con-

stant will be affected. One can also see that if a cold temper-

ature probe is touched to a hot transistor the temperature of

the transistor will be lowered until the heat source of the

transistor can charge capacitor C1. There are two time con-

stants, R1C1 and RaC6.

Probe Circuit Design
The circuit of the 10023,A, Temperature Probe (Fig. 3) is

very simple. It consists of a bridge with the sensor diode
chip as one leg. The temperature is measured by sensing the
voltage across one of the middle resistors.

Consider the simple diode equation

IO : K1E-K2VD/T

where K1 and K2 are constants, io is the forward current

through the diode, and Vp is the voltage across the diode.

Now, i f  io is constant then T : Ks Vp, where K3 is a constant.

Errors arise because we do not have a perfect current source

and because the simple diode equation is not exact. The

error curve of the voltage out of the temperature probe is

shown in Fig. 4.
The temperature probe's three main circuit components

are the power supply (battery), the alumina substrate with

the microcircuit, and the probe tip, which contains the

temperature sensing diode on the small ceramic chip. Dur-

ing one phase of manufacture the temperature-vs-current
characterist ics of each individual diode are measured.

Using this information plus the value of the voltage reg-

ulator in the microcircuit, the resistor values are calculated

and laser trimmed. The microcircuit and probe tip are now a

calibrated matched pair. Since these two components, the

probe tip and substrate, contain all the circuits that affect

calibration of the probe and they contain no user adjustable

or variable components, the probe does not require periodic

calibration.
All of the probe electronics are on a printed circuit board

that measures 10 by 61 mm. Power comes from a zincl

silver-oxide battery located on the printed circuit board.

The battery, which has a nominal voltage of 1.5V, is a

3,1;iJt'"
I
L

I

Flg.4. Typical 10023A error curve with possible unit-to-unit

variations ( shaded band).
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Marvin F. Estes
Marvin Estes received his BSEE degree
in 1965 from Purdue University and his
MSEE in 1966 from Clarkson College of
Technology. He's also done further
graduate work at North Carolina State
and North Colorado State Universities.
Before coming to HP, he worked on
magnetic effects and capacitive energy
storage with the U.S. National Aeronau-
t ics and Space Administrat ion. A
member of IEEE, he's the author of a
paper on coupled str ipl ines and is
named inventor on a oatent on a new
way of producing art i f ic ial diamonds.
As an HP circuit  designer for eight

years, he's developed a trio of voltage and temperature probes, the
latest being the 100234. Born in Warren, Pennsylvania, Marvin is
married, has four chi ldren, and l ives on f ive acres in Black Forest,
Colorado with a variety of dogs, chickens, bees, cats, rabbits, and
goats. Besides animals, he's also interested in electromagnetic ap-
pl icat ions of random walk techniques.

Donafd Zimmer, Jr.
Don Zimmer received a BSEE degree
f rom the University of Minnesota in 1 966
and a BA degree in chemistry from the
University of Colorado at Colorado
Springs in 1976. He joined HP in 1969
and worked as a CRT production en-
gineer for five years and as a develop-
ment engineer for two years before be-
coming a process development en-
gineer in thick-f i lm R&D. Later, as a
member of the thick-f i lm product en-
gineering group, he developed the
thick-f i lm microcircuits for the 100234
lemperature Probe, and he's now
doing integrated circuit  R&D. A native

of Minnesota, Don is married and has two chi ldren, Amono his in-
terests are ski ing, tennis, jogging, and reading.

low-cost, commercially available type commonly used in
hearing aids and wristwatches. It provides an average of S0
hours of probe operation.

Since the probe electronics are on a printed circuit board
housed in a plastic case, the components on the board are

SPECIF ICAT IONS
HP Model 10q23A Temperature probe

tEASUREtEilT RAt{cE: -55t to +iso!.
OUTPUT: I mV/'C.
SHORT-TERil REPEATABTLTTY: ao.3t (minimum ot,tg hr).
ACCUFACY: rz"C trom 0"C to 100t, dacreasing tinearly to +2tr, -4rc at _sst and

+4t, -2t at +150r.
tAxllluf, VOLTAGE AT TtP:60O V (dc + peak ac).
flP CAPACITAI{CE TO GROUND: approx. 0.5 pF.
THERTAL RESPOI{SE: <3 s to s€tile within 2t of final reading (liquid measuremont tor a

1 00! lemp€rature change.
Dil l l  INPUT R: >10 MO.
OPEFATING EilVlROilt'ENT (probo flp to approx t3 mn (0.5 In) from prcbe flp): Tem-

p€ratura, -55t to +150qC; altitude, to.t60O m (15,OOO i); vibration, vibratod in throe
planas lor '15 min. each with 0.38 mm (0.015 in) excursion, 10 to SS Hz.

OPERAnNG El{VtBONilEt{T (probc body): Tamp€ratuE Orc to 6Ot (battory timitation);
humidity (non-condensing), to 95y" retative humidity at +4Of ; atitude and vibration samo
as lhos€ for probe tip.

OVERALL LENGTH: Appror. 1.4 m (59 in).
WEIGHT: net 85 g (3 oz); shipping, 912 g (.fi oz).
BATTERY LIFE: Approx. 50 hr (varies with ambient temp€ratuE).
LOW-BATTERY ll{DtCATtON: probe output indicates approx. -70"C on OMM. First indi-

cation ol a low-battary condition is a dscreasing indication ot 1. to 2eolminut€ with
p.ob€ tip at a constant temosrature.

ACCESSORIES SUPPLIED: One reptacement battery (420-0256.), one stiding tock coilar
(10023-23201],, and one probe tip cover (OOS47-4OOOS).

PRICE lN U.S.A.: Modet 1OO23A Temperature prob€, gl5o. Replacsmont Tip (inctudgs
pracalibratsd lip and matching compensation network. p/N 10029-60001),965.

MANUFACTURING OIVISION: COLORADO SpR|NGS DtVtStON
1900 cardsn ol the Gods Road
p.O. Box 2197
Colorado Springs, Colorado 8090t U.S.A.

susceptible to static discharge. The conventional method of
protecting them is to offer a ground path for the static
charge. Because the 10023A is a floating inshument and is
not grounded, a different method had to be devised. By use
of three capacitors on the circuit board and a conductive
coating inside the plastic housing, the static charge is
drained and lowered through the probe and instrument to
prevent damage to the temperature probe and the attached
instrument.
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